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Abstract

This thesis explores dynamic and collective shape construction as a new way to physicalize digital
information for interactive physical displays — i.e., shape-changing displays enabled by a swarm of
collective elements. Through physical form of digital objects, the user can directly touch, grasp,
and manipulate digital information through rich tangible and embodied interactions, but at the
same time, such physical objects can dynamically change their shape for an interactive computer
display and interface through collective shape construction and transformation with a swarm of
elements. The goal of this thesis is to envision and illustrate how such an interface might support
human activities by transforming physical forms at various sizes, from millimeter to meter scale.

To achieve this goal, this thesis introduces collective shape-changing interface, a new type of shape-
changing interfaces constructed by discrete, collective, physical elements. This proposed ap-
proach promises to address the current limitations of shape-changing interfaces — wherein a
swarm of modular elements enables us to decompose the large, monolithic shape-changing ob-
jects into a set of simple, distributed elements. At the same time, their swarm behaviors enable
us to make an unbounded shape transformation for expressive representation. This thesis con-
tributes to the first exploration of this new class of shape-changing interfaces and proposes two
approaches: active and passive shape construction. In active shape construction, collective ele-
ments can dynamically move and reconfigure themselves to construct a three-dimensional shape.
Passive shape construction instead leverages external actuation to assemble and transform collec-
tive passive objects for dynamic shape creation. I explore and demonstrate how active and pas-
sive collective shape construction can be used as a future of computer interfaces, by developing
various prototypes built on top of novel hardware and software platforms. Given these investi-
gations, I discuss the design implications and possible research directions towards the future of
collective shape-changing user interfaces.
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1
Introduction

“The ultimate display would, of course, be a room within which the

computer can control the existence of matter. A chair displayed in

such a room would be good enough to sit in. Handcuffs displayed

in such a room would be con�ning, and a bullet displayed in such a

room would be fatal. With appropriate programming such a display

could literally be the Wonderland into which Alice walked.”

— Ivan Sutherland 1
1 Sutherland, I. E. (1965). The ultimate
display. Multimedia: From Wagner to
virtual reality, pages506–508What if computer displays can represent information not only

graphicallybut also physically? What if such physical forms of

information could be as malleable and programmable as the

pixels on a computer screen? If so, it could be used as a dy-

namic physical medium to interact with the digital world. Ivan

Sutherland, a founder of virtual and augmented reality, once

envisioned that the future of computer displays would be “a

room within which the computer can control the existence of mat-

ter” [Sutherland, 1965]. This radical vision has inspired many

researchers over the decades, as such technologies could open

up a new paradigm of human-machine interfaces (Figure 1.1).
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Figure 1.1: The vision of dy-
namic and universal shape
transformation has been
depicted in science �ction.
Left: Microbots in Disney's
Big Hero 6 movie (© Walt
Disney Animation Studios).
Right: Claytronics con-
cept [Goldstein and Mowry,
2004].

From a human-computer interaction point of view, this hypo-

thetical interface could transform every aspect of human activ-

ities. For example, by leveraging the interaction between our

whole bodies and the physical world, such dynamic physical

mediums could change how we design 3D models, simulate ar-

chitectural designs, and understand complex systems, as we do

in science museums (Figure 1.2 2). Dynamic physical displays
2 Victor, B. (2014a). Humane represen-
tation of thought: A trail map for the
21st century

could also enable a new form of remote collaboration and com-

munication 3. For example, a user could physicallyshare an
3 Leithinger, D. ( 2015). Grasping infor-
mation and collaborating through shape
displays. PhD thesis, Massachusetts
Institute of Technology

object and a space with a remote user, so that both users can

modify, interact with, and collaborate through remotely shared

physical objects.

Figure 1.2: Conceptual
sketches of how dynamic
physical media can enhance
our thoughts (presented
by Bret Victor and the
sketches drawn by David
Hellman) [Victor, 2014a].In our everyday life, we also unconsciously interact with a va-

riety of physical objects and surrounding environments. If our

physical environment could also adapt to users' needs, our

daily lives could bene�t in many ways. For instance, spaces

could be recon�gured for inhabitants of small rooms, accessi-

bility assistants could be assembled as needed (such as ramps

for people with wheelchairs), and data could be physicalized

for people with visual impairments to touch and understand

graphs. Such interfaces could seamlessly blend digital compu-

tation into the physical world 4.
4 Weiser, M. (1991). The computer for
the 21 st century. Scienti�c American,
265(3):94–105
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However, we are still far from this exciting future. Today's

computer interfaces mostly focus on screen-basedinteraction,

where the screens serve as a “looking window” of the digital

world — the user can see digital information through the glass,

but a barrier between what is inside (digital world) and what

is outside (physical world) con�nes how we interact with the

digital world. Current technologies do not allow us to directly

touch, feel, grasp, and manipulate digital objects, in the same

way that humans have done with physical objects for hundreds

of thousands of years [Ishii and Ullmer, 1997; Victor, 2011].

Figure 1.3: Graphical dis-
plays vs dynamic physical
displays.

The goal of this thesis is to bring Sutherland's vision closer to

reality by developing a new form of interactive and dynamic

physical displays, and to illustrate how such an interface might

support human activities by transforming physical forms and

environments at various scales.

1.1 Thesis Statement

As a step toward this vision, this thesis explores dynamic and

collective shape construction as a new way to physicalizedigi-

tal information for interactive physical displays — i.e., shape-

changing displaysenabled by a swarm of collective elements.

Collective elements refer to discrete physical objects that can

construct a physical, three-dimensional shape. Each individual

element can dynamically change its shape, position, and other
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physical properties through internal or external actuation, as to

collectively construct and transform the overall physical shape.

This enables a new way of representing digital information.

Such physical shapes allow the user not only to see informa-

tion, but to touch, feel, grasp, construct, and manipulate it, in

the same way that interact with physical objects. At the same

time, these physical objects must also embody dynamic com-

putation. Collective elements can dynamically and program-

matically recon�gure themselves, as if they are rendered in an

interactive computer display and interface.

Figure 1.4: The focus of this
thesis is on dynamic shape
construction with collective
elements. AR and Tangible
UI augments the physical
world (green) with virtual
content (purple). Traditional
shape-changing UIs dynam-
ically change the physical
world through transformable
monolithic objects (red).
This thesis expands this
line of work by proposing
dynamic physical displays
constructed by a swarm of
discrete collective elements.

In contrast to shape changes made of monolithic materials,

constructing shapes out of discrete elements enables rich ex-

pressiveness in representing information. Like pixels on a

screen, they make shapes by collectively transforming the over-

all structure. Additionally, their components can be simple and

interchangeable, thus allowing for scale. These elements can

also interact with existing environments, and they make ev-

eryday objects and environments more dynamic, adaptive, and

interactive by collectively actuating and recon�guring them in

a programmable fashion.

Making shapes out of discrete collective elements is not a new

idea. There is a long history of modular self-recon�gurable

robots [Yim et al., 2007] and swarm robotics [Rubenstein et al.,
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2014]. These areas of research have explored the idea of col-

lective and general-purpose shape transformation for robotic

applications, such as space exploration, rescue, and navigation.

However, there are many critical challenges when we apply

this approach for interactiveinterfaces. For example, the speed

of transformation needs to be much faster than for robotic

applications, as the interactive system must change and re-

spond to the user in real-time (e.g., in seconds, not minutes or

hours). Another consideration is scalability. To display mean-

ingful information, it may require a relatively large number of

elements, which often introduces implementation problems.

Finally, unlike autonomous systems, interactive systems must

consider the interaction between humans and objects — there

remains work to be done in understanding how we might in-

teract with such collective elements and how these interfaces

could support everyday human activities.

Figure 1.5: Summary of
contributions of this thesis.

This thesis addresses these questions by investigating how

collective shape construction and transformation can be used

for interactive computer interfaces. To this end, this thesis in-

troduces collective shape-changing interfaces 5, a new class
5 Suzuki, R. (2019). Collective shape-
changing interfaces. In The Adjunct
Publication of the32nd Annual ACM
Symposium on User Interface Software and
Technology, UIST '19. ACM

of shape-changing interfaces constructed by a swarm of dis-

crete physical elements. The main contribution of this thesis is

the �rst exploration of this new class of shape-changing inter-
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faces in the following four domains: 1) shape representation :

explore what types of shape representations are possible to

display information, 2) recon�guration methods : explore how

both active and passive elements can be used to construct a

shape for interactive interfaces, 3) interaction : explore how the

user can interact with many collective elements through di-

rect physical manipulation, 4) applications : explore, illustrate,

and demonstrate what kind of applications are achievable for

human-computer interaction.

This new class of shape-changing interfaces promises to ad-

dress some of the limitations of the current shape-changing

interfaces. For example, a swarm of modular elements enables

us to decompose the large, monolithic shape-changing objects

into a set of simple, distributed elements. This signi�cantly

contributes to the deployability of the system in everyday envi-

ronments. In addition, the swarm behaviors enable us to make

unbounded shape transformations for expressive represen-

tation. Through my explorations of various proof-of-concept

prototypes, I demonstrate how we can push the boundary of

the current shape-changing interfaces by leveraging the col-

lective behaviors of both active and passive elements. I also

demonstrate how these dynamic shapes can support a range

of application scenarios, such as interactive displays, adaptive

environments, dynamic data physicalization, and accessibility

support for people with visual impairments. Finally, I discuss

the challenges and opportunities for using this approach to-

wards the future of dynamic physical media to augment our

thinking, designing, and communicating capability through

dynamic and interactive physical representation.
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1.2 Thesis Contributions

This thesis makes contributions to the �eld of Human-Computer

Interaction in the following areas:

1. A design space exploration of dynamic shape construction

with collective elements

2. A new taxonomy and investigation of active and passive

shape construction and transformation with collective ele-

ments

3. A novel technique for creating a dynamic shape with active

shape-transformable swarm robots (e.g., ShapeBots [Suzuki

et al., 2019b], LiftTiles [Suzuki et al., 2020b])

4. A novel technique for constructing 3D shapes with an as-

sembly of passive magnetically connectable blocks (e.g.,

Dynablock [Suzuki et al., 2018b])

5. A novel technique for actuating passive magnetic mark-

ers with scalable electro-magnetic actuation (e.g., Flux-

Marker [Suzuki et al., 2017], Reactile [Suzuki et al., 2018a])

6. A novel technique for actuating existing objects to recon�g-

ure spatial layouts (e.g., RoomShift [Suzuki et al., 2020a])

7. A novel interaction technique for programming the dynamic

shape construction on a 2D surface with direct physical

manipulation (e.g., Reactile [Suzuki et al., 2018a])
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2
Background

“Why do people do more than just think in their heads? [...] Any-

one who believes in situated, distributed, or extended cognition will

have a ready explanation. Cognitive processes �ow to wherever it is

cheaper to perform them. The human `cognitive operating system' ex-

tends to states, structures, and processes outside the mind and body.

[...] You can harness the world to simulate processes that you cannot

simulate internally or cannot simulate as well. In short, these other

ways are ways of concern changing the domain and range of cogni-

tion. This is a striking claim. It suggests that as our environments

and technology changes, we will be able to think about things that

today are unthinkable.”

— David Kirsh 1
1 Kirsh, D. (2010). Thinking with
external representations. AI & society,
25(4):441–454I argue that an interactive physical form of information dis-

play could augment the way we think, learn, design, create,

and communicate ideas — beyond a graphical display. This

is because physical media enables a richer and more effective

way of exploring, manipulating, and sharing ideas through our

bodies and physical space. Recent �ndings in cognitive sci-
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ence and psychology show that our ability to think is directly

bound to the capability of our tools and external environments,

such as how appropriately they represent information 2, how
2 Zhang, J. and Norman, D. A. (1994).
Representations in distributed cognitive
tasks. Cognitive science, 18(1):87–122

directly the user can interact with them 3, and how rich modal-

3 Shneiderman, B. (1993). Direct ma-
nipulation: a step beyond programming
languages. Sparks of innovation in
human-computer interaction, 17:1993

ities the user can perceive. This suggests that if tools and en-

vironments can provide more capabilities, we can further aug-

ment our thinking capability [Kirsh, 2010]. By combining the

rich expressivity of physical objects with the power of com-

putation, we can think, design, and communicate with them

in unprecedented ways — just as computers and interactive

displays have changed the way we think in the past decades 4.
4 Rheingold, H. ( 2000). Tools for thought:
The history and future of mind-expanding
technology. MIT PressThis chapter investigates the conceptual background of this

argument, by reviewing the ways in which the external phys-

ical world affects our internal thinking processes and how we

have used objects, tools, and spaces to augment our thinking

capability. Motivated by these theoretical foundations, I then

discuss why we should expand the computational medium

to the dynamic physical medium, and how we should design

such a new medium.

2.1 Minds Are Not Separable From Bodies
and the World

2.1.1 Distributed Cognition

Since prehistoric times, people have used external represen-

tations as an extension of their thoughts. For example, even

before writing was invented, humans used clay tokens to keep

track of trade. This served as an extension of their memory,

as external representations can store data beyond our brains.

We use external representations not only to of�oad internal

memory, but also to solve a problem (e.g., calculate with aba-

cus), understand a problem (e.g., drawing geometry for a math
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problem), support our decision making (e.g., a map and tokens

for a military operation), or create an idea (e.g., brainstorm

with post-it notes). Compared to thinking only in our heads,

these external worlds can help us encode, process, manipu-

late, and store information, so that our cognitive process can be

enhanced.

The theory of distributed cognition 5 has developed this notion
5 Hutchins, E. (1995). Cognition in the
Wild. Number 1995. MIT pressby arguing that “our cognitive activity is distributed across

internal human minds, external cognitive artifacts, and groups

of people, and across space and time” [Zhang and Patel, 2006].

This idea was �rst outlined by [Cole and Engeström, 1993; Pea,

1993; Salomon, 1993], and subsequently the initial framework

was gradually developed by [Hutchins, 1995] and recently

introduced in the context of HCI [Hollan et al., 2000].

Figure 2.1: Kirsh illustrates
our cognitive process is
formed through interac-
tion between internal and
external processes [Kirsh,
2010].

Kirsh illustrates how this cognitive process as an interaction

between internal and external processors [Kirsh, 2010] (Fig-

ure 2.1). Kirsh argues that external environments can reduce

our cognitive burden by of�oading the human's internal mem-

ory and processing. For example, if it is easier to interpret a

problem by writing it, then one can do that instead of thinking

internally alone. The analogy is with a computer system that

has memory systems and scratch pads in different media and

locations. Processes should migrate to wherever they are best,

or most easily, performed.

The implication of distributed cognition is vast. It not only

argues physical objects and environments play an important

role in the human's cognitive process, but also implies that

when the technology changes our environments, it can also

change our ability to think. External representations allow us

to encode information so that we can easily handle complex

problems, as well as serves as a long-term memory, which can

free our cognitive memory for other tasks.
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2.2 Objects to Think With: How Objects Help
Us Think

As embodied and distributed cognition suggests, we use an

external world to augment our cognitive process. Physical

objects particularly play a large role in this process. We use

physical objects as emotional and intellectual companions to

anchor memory and provoke new ideas 6. Here, I discuss how
6 Turkle, S. E. (2007). Evocative objects:
Things we think with.MIT pressand why physical objects can help us think leveraging 1) the

power of exploration and 2) the power of constraints.

2.2.1 The Power of Exploration

An important aspect of external representation is the power of

exploration [Klatzky and Lederman, 1990]. Tangible forms of

information, including paper, clay, and physical models, make

the idea visible and manipulatable, which allows us to explore

the idea much easier. For example, when we solve a mathemat-

ical problem like x2 + 6x = 7, we tend to rely on formulation

and reformulation on paper 7 because, instead of processing
7 x2 + 6x + 9 = 16
) (x + 3)2 = 16
) x + 3 = 4, � 4
) x = 1, � 7

steps in our heads, it is much easier to calculate the formula

in tangible form. The physical objects allow us to reduce the

cognitive load, as manipulating the encoded information pro-

vides a much faster and cheaper way than using our internal

processor (i.e., brain). For example, think about if the jigsaw

images on the left of Figure 2.2 can be perfectly assembled into

the picture on the right. Without having tangible objects, you

need to internally rearrange them in your head. However, if

you have the physical pieces, this problem becomes trivial. As

we can see from these examples, physical exploration can help

our ability to think.

The physical manipulatives also bene�t our learning and un-

derstanding of abstract concepts. Abstract concepts usually
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Figure 2.2: Can the jigsaw
pieces on the left be assem-
bled into the picture on
the right? (The answer is
no.) [Kirsh, 2010]

cannot be learned through abstract forms, rather learners need

to construct and explore them by interacting through concrete

materials 8. This idea is also a basis for designing modern sci-
8 Papert, S. and Harel, I. (1991). Situ-
ating constructionism. Constructionism,
36(2):1–11

ence museums9. A complex mathematical and physics concept

9 Oppenheimer, F. (1972). The ex-
ploratorium: A playful museum com-
bines perception and art in science
education. American Journal of Physics,
40(7):978–984

becomes understandable if it is represented as tangible and

explorable forms. The physical manipulatives allow learners to

construct an underlying mathematical model through interact-

ing with it. Such physical exploration has been also a central

theme of how to learn the concept of computation. Papert ar-

gued that if a computer becomes an “object to think with”,

learners can naturally develop the idea of computation and

programming 10.
10 Papert, S. (1980). Mindstorms:
Computers, children, and powerful
ideas. NY: Basic Books

Figure 2.3: James Watson
and Francis Crick with
their DNA model at the
Cavendish Laboratories in
1953.

This exploration plays a particularly important role when we

work on unsolved problems. For example, in the 1950s, the

identi�cation of the structure of DNA was a scienti�c chal-

lenge. The connection of each base and nucleotide in the DNA

has a complex double helix structure, and thinking about this

three-dimensional structure in one's head or even with the

paper was a challenging task. Watson, Crick, and Franklin ap-

proached this problem by making physical models to narrow

down the possibilities and eventually create an accurate pic-

ture of the molecule, which was then based on a single X-ray

diffraction image taken by Franklin and Gosling. Their use of

the physical model allowed them to understand the structure

with their hands in three-dimensional space. Thus, physical

form of exploration would have helped them to approach to

this unpredictable and unforeseen result.
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As we can see, giving information physical form enables a

powerful way to explore and manipulate ideas. In addition, the

dynamic media could allow us to build and rebuild a model

and hypothesis in much faster ways, with the power of com-

putation. It should help foster and augment thinking by lever-

aging the advantages of both physical representations and

computational media.

Figure 2.4: Left: Our hands
are capable of rich tangible
interaction [Victor, 2011].
Right: In contrast, interac-
tion with screens is mostly
through tap and swipe ges-
ture (© Microsoft Research).

2.2.2 The Power of Constraints

Another important aspect of physical objects is the power

of constraints. Constraints often provide bene�ts for human

thinking as it can limit the choice of actions and search space,

which, in turn, can reduce our internal cognitive load. In gen-

eral, appropriate constraints make a faster decision making 11
11 Iyengar, S. (2010). The art of choosing.
Twelveand more creativity 12 in our cognitive process. Physical con-

12 Smith, S. M., Ward, T. B., and Schu-
macher, J. S. (1993). Constraining effects
of examples in a creative generation
task. Memory & cognition, 21(6):837–845

straints given by an appropriate physical representation are

also known to be an important factor for faster problem solv-

ing and creative process.

To reveal this, Zhang and Norman asked participants to solve

the problem of the Towers of Hanoi in three different settings

(See Figure2.5) [Zhang and Norman, 1994]. All of the three

settings are isomorphic, in the sense that the games' abstract

rules and structure are the same — they share the same four

rules:

1. Rule 1) Only one object can be transferred at a time,
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2. Rule 2) An object can only be transferred to a plate on

which it will be the largest,

3. Rule 3) Only the largest object in a plate can be transferred

to another plate,

4. Rule 4) The smallest object and the largest object can not be

placed on a single plate unless the medium-sized object is

also on that plate

Figure 2.5: Three different
settings of the same Tow-
ers of Hanoi problem. A)
Waitress and Oranges, B)
Waitress and Donuts, C)
Waitress and Coffees [Zhang
and Norman, 1994].

However, the representation of these abstractions is different.

For example, when you rearrange glasses (setting C), many

of these rules are obvious, because you cannot grab a smaller

glass in the bottom without transferring the larger one on the

top (Rule 2 and 3) due to physical constraints. However, when

you rearrange oranges (setting A), there are no physical con-

straints to enforce these rules, as you can freely pick and trans-

fer any size of the objects on a plate. In this case, you need to

memorize these rules whenever you take action.

In this experimental test, Zhang and Norman 13 found with
13 Zhang, J. and Norman, D. A. (1994).
Representations in distributed cognitive
tasks. Cognitive science, 18(1):87–122

statistical signi�cance that settings with more physical con-

straints yielded successive improvements in solution times, so-

lution steps, and error rates. In other words, the more rules are

distributed in the external representation, the easier the prob-

lem. Drawing from a series of cognitive studies, Zhang [Zhang,

1997], Norman [Norman, 1993], and Scaife and Rogers [Scaife

and Rogers,1996] discuss the importance of the physical struc-

tures in cognitive tasks, as the derived constraints from these

structures can guide and even determine cognitive behavior.

Physical constraints also guide natural interaction. With con-

straints, humans can naturally perceive what are the possible

actions and what is not. For example, if a wall prevents the

door from moving backward, it can visually and physically

inform the person that they should push, not pull. Thus, phys-
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ical constraints are closely related to the theory of affordances

— an object's properties that show the possible actions users

can engage with it — which was originally introduced by Gib-

son 14 and developed in the context of HCI by Norman 15.
14 Gibson, J. J. (1979). The ecological
approach to visual perception: classic
edition. Psychology Press

15 Norman, D. A. ( 1999). Affordance,
conventions, and design. interactions,
6(3):38–43; and Norman, D. A. ( 2013).
The design of everyday things: Revised and
expanded edition. Basic books

With appropriate design, the structure of physical tools can

naturally guide actions, and thereby reduce the cognitive load

of learning how to use tools, allowing the user to focus cogni-

tive resources on solving the problem [Patten and Ishii, 2007].

Figure 2.6: Butcher pa-
per lines the wall of the
Stanford d.school meeting
room [Klemmer et al., 2006].

2.3 Environments to Think In: How Spaces
Help Us Think

Physical objects are not the only external representation that

contributes to our cognitive process. We also use space for

sensemaking. Effective and intelligent use of space can sig-

ni�cantly enhance our ability to think [Kirsh, 1995]. Here, I

discuss how two aspects of the user of space can help us think:

1) the power of spatial reasoning and 2) the power of collabora-

tion.

2.3.1 The Power of Spatial Reasoning

Humans have a powerful ability to understand, reason and

remember the spatial relations among objects or space16. For
16 Klemmer, S. R., Hartmann, B., and
Takayama, L. (2006). How bodies mat-
ter: �ve themes for interaction design.
In Proceedings of the6th conference on
Designing Interactive systems, pages
140–149

example, we can perceive the meaning of a diagram by lever-

aging visual reasoning [Larkin and Simon, 1987; Scaife and

Rogers,1996], identify a pattern on a map with spatial think-

ing [Council et al., 2005; Snow, 1855], remember the position

of tools in a workspace with spatial memory [Klemmer et al.,

2006], and quickly scan certain targets in a scene with visual

search [Duncan and Humphreys, 1989; Wolfe, 2010]. We also

naturally use this capability in everyday life, such as making

sense of the grouping of notes on a wall in brainstorming or
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leaving keys or notes for ourselves close to the door to serve as

later reminders.

These practices are particularly important when one needs to

deal with creative and complex tasks [Czerwinski et al., 2003].

The size of the display can signi�cantly affect search, naviga-

tion [Ball et al., 2007; Liu et al., 2014], visualization [Rønne Jakob-

sen and Hornbæk, 2011], and sense-making tasks [Andrews

et al., 2010]. Also, the size of the workspace can also affect the

versatility of the solution [Kirsh, 1995]. We can see many real-

world examples where people working on complex tasks tend

to use larger workspace (e.g., researchers who brainstorm with

space in Stanford d.School17, and professionals who moni-
17 Doorley, S., Witthoft, S., et al. (2012).
Make space: How to set the stage for
creative collaboration. John Wiley & Sons

tor a complex situation in NASA space centers or television

broadcasting studio 18.)
18 Victor, B. (2014b). Seeing spaces. In
Talk at EG conference

In addition to the size of the workspace, the ability of make

spatial arrangements is also a key. Kirsh 19 identi�es three ben-
19 Kirsh, D. (1995). The intelligent use
of space. Arti�cial Intelligence, pages
31–68

e�ts of spatial arrangements for the cognitive process: spatial

arrangements and dynamics can simplify choice, perception,

and internal computation. Persistence of physical objects make

this process easier, as we can manipulate and rearrange ob-

jects with our bodies. Consider brainstorming an idea with

a whiteboard or post-it notes. Notes can be easily organized

and rearranged on a wall, which allows us to create a spatial

meaning or explore different grouping ideas. Experts con-

stantly rearrange items in areas for long-term, medium-term,

and short-term structuring, which makes it easy to track the

state of the task or notice the properties signaling what to do

next [Kirsh, 1995].

2.3.2 The Power of Shareable Thoughts

Physical and spatial representation of ideas also naturally en-

courages communication and collaboration. Physical models
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or prototypes facilitate communication within a design team,

with clients, or users, by providing a concrete anchor around

which discussion can occur [Klemmer et al., 2006]. Since all

people can manipulate the artifact and see the results of action

immediately and simultaneously, this allows more seamless

collaboration among participants [Dourish, 2004], in contrast to

today's collaborative practice with computers — each person

stares at their own screen, and interaction with others seldom

happens in a shared space [Victor, 2014a].
Figure 2.7: Rearrangement
simpli�es choice, perception,
and internal computation.
These four �gures repre-
sent three different ways
of organizing the same set
of cards. The �gure in the
upper right shows the cards
as originally dealt. The sub-
sequent �gures show the
rearrangements of three
subjects [Kirsh, 1996].

Particularly, architects, designers, and engineers exploit the

bene�ts of physical artifacts, prototypes, and models, which

can serve as shared objects of thought [Kirsh, 2010]. Such

physical artifacts can help uncover problems or generate sug-

gestions for new designs, thus becoming the “essential medium

for information, interaction, integration, and collaboration” [Klem-

mer et al., 2006; Schrage,1996] Creating intermediate tangible

artifacts allows revealing tacit knowledge. Kirsh argues that

the unexpected ideas emerge from these interactions because

physical models allow other people to independently evaluate

from its creator's original thoughts, thus they can approach the

model in ways unconstrained by its creator's intention. This

helps the discovery of new interpretations or ideas.

Physical objects and shared space also play an important role

in collaborative learning. For example, by using jigsaw puzzles

and breaks assignments into pieces that the group assembles

to complete it, Aronson reveals that the physical and collabo-

rative activity can help weaken racial cliques in forcibly inte-

grated schools and increase the communication between stu-

dents 20. As we can see, providing learners with `tools to think
20 Aronson, E. et al. (1978). The jigsaw
classroom.SAGE Publicationswith' [Resnick et al., 1998] offers opportunities for collaborative

activity among learners [Africano et al., 2004; Suzuki and Kato,

1995].
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As we can see, physical artifacts and shared space can strongly

enhance collaboration. This aspect is particularly important

for a creative process, as artistic and scienti�c revolutions of-

ten emerge from a place where collaboration happens in the

physical space, such as Xerox PARC21, Bell Labs 22, and MIT's
21 Rheingold, H. ( 2000). Tools for
thought: The history and future of mind-
expanding technology. MIT Press

22 Gertner, J. (2012). The idea factory:
Bell Labs and the great age of American
innovation. Penguin Publishing Group

Building 20 23. The signi�cant discoveries in scienti�c research

23 Brand, S. (1995). How buildings learn:
What happens after they're built. Penguin
Publishing Group

are emerged not from individual thinking, but from distributed

reasoning — groups of scientists reason about different topics

from different angles [Dunbar, 1995, 1997] Enhancing such cre-

ative and collaborative process with physical artifacts should

be an important driver for thinking, learning, and discovering

new ideas.

2.4 Design Implications for a New Compu-
tational Medium

Now that we have better understandings of how external ob-

jects and space help us think. Motivated by these theoretical

foundations, we can discuss how we should expand the cur-

rent computational media to better embrace these bene�ts.

2.4.1 Expand a Range of Possible Representations

The way of representing information affects the way of think-

ing [Kirsh, 1995]. For example, we are all aware that Arabic

numerals are more ef�cient than Roman numerals for multi-

plication (e.g., 73 x 27 is easier than LXXIII x XXVII), and it is

easier to �nd maxima and minima in a graph than in a table,

even though both types of representations capture the same in-

formation [Playfair, 2005; Zhang and Norman, 1994]. Through-

out history, humans have augmented their thinkable territory

by inventing new ways of representing information [Victor,

2013]. Written languages — a way of representing verbal data
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to persistent physical marks — enable to transfer knowledge

regardless of time and location, mathematical notations — a

way of representing an abstract concept with a concise expres-

sion — enable us to manipulate mathematical notions more

easily and precisely, and data graphics — a way of represent-

ing textual data to graphical one — enable us to gain better

insights into data in faster ways. As we can see, expanding

the possible range of representing information can potentially

transform our way of thinking.

Recent �ndings in cognitive science, discussed in this chapter,

suggests physical and spatial representations provide powerful

ways of thinking, designing, and understanding ideas by lever-

aging our innate capability of physical exploration and spatial

reasoning. However, to date, computers have only leveraged

the visual and symbolic representations — for example, when

we interact with computers, we only rely on text and graphics

to read, learn, think, and discuss.

How we can expand the possible representation of digital data

is a key challenge and question when designing a new compu-

tational medium. We could take inspiration from the current

practice in spatial (e.g., notes on a wall, bookshelves) or phys-

ical representations (e.g., physical models, block toys) that

we already engage, and rebuild them by leveraging compu-

tation. As such new representations can exploit the new area

of human ability and potentially augment our way of think-

ing in unprecedented ways, inventing new dynamic three-

dimensional representations out of computer screen provides

dif�cult yet exciting challenges for human-computer interac-

tion research 24.
24 Dourish, P. (2004). Where the action
is: the foundations of embodied interaction.
MIT press
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2.4.2 Leverage Dynamic Computation

Dynamic and interactive representations are only available

with computational media [Kay, 2011]. Computation and dy-

namic representation have enabled us to model and remodel

various hypotheses to effectively solve problems that are dif-

�cult to think through in advance 25 and to create interactive
25 Licklider, J. C. (1960). Man-computer
symbiosis. IRE transactions on human
factors in electronics, (1):4–11

artifacts with music, animations, and diagrams that the viewers

can interactively change and explore by their own. Dynamic

physical media also should maintain this dynamicity and in-

teractivity of digital computation. To embrace these properties,

they need to be as dynamic, malleable, and programmable as

the pixels on a computer screen and change the state with the

speed of thought. Kay described when designing such a per-

sonal dynamic medium, one of the metaphors was “that of a

musical instrument, such as a �ute, which is owned by its user and

responds instantly and consistently to its owner's wishes. Imagine

the absurdity of a one-second delay between blowing a note and hear-

ing it” 26. We expect that these systems will be responsive, as
26 Kay, A. and Goldberg, A. ( 1977).
Personal dynamic media. Computer,
10(3):31–41

we do with other media.

The key strength of computational media is that it can be

programmed. Thus, an interesting question is “how should

we program it, and how can the user interact with the pro-

grammed behaviors?” The user's programmability is one of its

core in the original Dynabook vision [Kay and Goldberg, 1977],

and we also need to start thinking about what would be the

appropriate representation of not only for display information

but also for programs of its artifacts.

2.4.3 Harness Embodied and Collaborative Inter-
actions

Despite the prevalence of today's touchscreen interfaces, our

hands can do more than tap and swipe. Since the prehistoric
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era, humans have developed an incredible capability of ma-

nipulating space and objects. For example, Napier illustrates

how various ways our hands can grasp objects. Not only good

for grasping, our hands also have an incredible capability to

sense the tactile sensation (e.g., we can sense0.1mm thickness

of hair). These capabilities are currently underused when in-

teracting with computers, as they restrict the interaction with

typing a keyboard or clicking buttons. For example, although

we can easily go through a book by �ipping pages and sense

the remaining pages with two hands, the same ease of brows-

ing is not well supported in e-books. Also, as we discussed,

our working space is restricted in a tiny screen, despite the fact

we can much effectively reason, navigate, and make sense if we

use a larger area of the surrounding physical wall or desk.

We should develop a computational medium, based on hu-

mans' ability — computer interfaces should be designed to

leverage human capability, rather than humans restrict their

ability to computer interfaces. Based on these theoretical and

practical bene�ts of using physical objects and space, there is a

growing interest in how we can leverage embodied interaction

for user interface design. With an appropriate computational

medium, we can now build computing around our skills for

physical interaction with objects.

I have discussed the motivations and theoretical backgrounds

of why we need to start thinking about a new computational

medium that goes beyond the current computer screen. The

scope of this goal is vast. It spans from the developing in-

teraction techniques with augmented physical artifacts to an

empirical analysis of how they affect in practical applications.

Among them, one of the dif�cult challenges is the development

of novel technologies that can embrace dynamic computation

in the physical world. Particularly, making the physical ob-

jects and space dynamic and programmable is still a remaining
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problem in the �eld of HCI. This thesis aims to speci�cally

contribute to this domain by proposing novel ways of display-

ing information with dynamically movable collective elements.

While designing practical applications and investigating how

these displays can effectively augment our thought could go

beyond the scope of this thesis, these technologies and inter-

action techniques could contribute to the foundation of the

next generation of interactive computational media and let the

successors build applications on top of it.

Based on these �ndings and motivations, researchers in HCI

have approached new computer interfaces over the past decades.

In the next chapter, I will review how these ideas turn into the

development of systems, tools, and media to enable dynamic

computation in the physical world and discuss what are the

challenges in the current research.
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3
Related Work

“We live in a complex world, �lled with myriad objects, tools, toys,

and people. Our lives are spent in diverse interaction with this envi-

ronment. Yet, for the most part, our computing takes place sitting in

front of, and staring at, a single glowing screen attached to an array

of buttons and mouse. From the isolation of our workstations, we try

to interact with our surrounding environment, but the two worlds

have little in common. How can we escape from the computer screen

and bring these two worlds together?”

— Pierre Wellner 1
1 Wellner, P. (1993). Interacting with pa-
per on the digitaldesk. Communications
of the ACM, 36(7):87–96During the past decades, researchers in HCI have looked into

the way to permeating digital computation into the world

around them and many approaches have been developed to-

wards this goal. Ubiquitous computing and the Internet of

Things leverage distributed sensors to make computers under-

stand our activities so that they can provide in-situ, context-

aware assistants for people in an environment. Augmented

reality uses physical worlds as an expressive canvas on which

to display information, so that we can see digital content out
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of the computer screen. Tangible interfaces provide physical

control and representation for the digital world, so that we

can grasp and manipulate information through rich embodied

interaction.

Recent research also began exploring how the physical world

itself can embody the dynamic computation, so that objects

and materials themselves can dynamically change to re�ect the

underlying computation, going beyond overlaying informa-

tion on top of them. Although this is challenging, researchers

across many disciplines, including robotics, mechanical en-

gineering, material science, and human-computer interaction

have been actively pursuing this direction by developing novel

actuation and smart materials. For example, they have devel-

oped shape-changing interfaces [Alexander et al., 2018; Ras-

mussen et al.,2012] with transformable materials [Yao et al.,

2013] and dynamic physical displays with shape-changing

surfaces to dynamically present a shape that the user can

touch [Follmer et al., 2013; Iwata et al., 2001]. Outside the

context of HCI research, robotic researchers also actively ex-

plore modular self-recon�gurable robotics [Yim et al., 2007] for

general-purpose transformable robots. Also, recent work lever-

age digital fabrication techniques and transformable materials

as a way to design and built environment-responsive materials

that can change its shape, including metamaterials [Ion et al.,

2016; Ou et al., 2018], 4D printing [Tibbits, 2014], self-assembly

and folding [Hawkes et al., 2010; Whitesides and Grzybowski,

2002], and digital materials [Hiller and Lipson, 2009; Hiller,

2011; Popescu et al.,2006].

My work presented in this dissertation is largely inspired by

these emerging research �elds in human-computer interaction,

robotics, and other related disciplines. This chapter reviews

these existing works to illustrate what has been achieved, how

these ideas have been developed, and what are the remaining
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challenges, when we apply these techniques for dynamic phys-

ical media. I then brie�y discuss how this work can �ll a gap

in the current stream of research.

3.1 Ubiquitous Computing and Augmented
Reality

3.1.1 Calm Computing

In his seminal article, The Computer for the 21st Century,

Mark Weiser envisioned computing technologies will disap-

pear and weave themselves into the fabric of everyday life until

they are indistinguishable from it 2. He coined the term “ubiq-
2 Weiser, M. (1991). The computer for
the 21 st century. Scienti�c American,
265(3):94–105

uitous computing” (and later changed to “calm computing”) as

a vision to illustrate this goal, where “computing is so ubiqui-

tous that no once notices its presence”. Over the past decades,

computing gradually became ubiquitous and a part of our en-

vironment, as he envisioned. Smart homes and of�ces that can

continuously monitor and help inhabitants, were originally

developed through a proof-of-concept prototype e.g., MIT's

House N, Georgia Tech's Aware Home, and Duke's Smart-

House 3. Today, these technologies have spread widely and we
3 Ricquebourg, V., Menga, D., Durand,
D., Marhic, B., Delahoche, L., and Loge,
C. (2006). The smart home concept:
our immediate future. In 2006 1st IEEE
international conference on e-learning in
industrial electronics, pages23–28. IEEE

are almost unaware of distributed sensors that continuously

sense our activity and pervasive IoT devices that are embed-

ded in environments and computationally control lighting,

heating, and air conditioning.

Through ubiquitous computing, sensing and activity tracking

have gradually disappeared, meaning that they have become

invisible or not noticed by people. But, when it comes to per-

ceiving information, the digital and physical worlds rarely

merge. While we have laptops, tablets, smartphones, and large

displays almost everywhere, today's ubiquity of digital com-

putation mostly comes in the form of the ubiquity of the com-
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puter screens. Over twenty years ago, Wellner illustrated this

situation as “our computing takes place sitting in front of, and star-

ing at, a single glowing screen attached to an array of buttons and

mouse”[Wellner, 1993], but the situation has not changed much

since then. We still use at most two or three screens and stare

at them all the time to perceive information.

Figure 3.1: The Computer
for the 21st Century [Weiser,
1991].

Weiser envisioned a display as ubiquitous as paper — it is

cheap, disposable, shareable, and supports the same affor-

dances and interactions as when we use paper. For example,

he described “Pads differ from conventional portable computers in

one crucial way. Whereas portable computers go everywhere with

their owners, the pad that must be carried from place to place is a

failure. Pads are intended to be "scrap computers" (analogous to

scrap paper) that can be grabbed and used anywhere; they have no

individualized identity or importance. [...] Pads, in contrast, use

a real desk. Spread many electronic pads around on the desk, just

as you spread out papers. [...] Spread the many parts of the many

tasks of the day out in front of you to �t both the task and the reach

of your arms and eyes, rather than to �t the limitations of CRT glass-

blowing.” [Weiser, 1991] However, today's reality is rather the

opposite. The ubiquitous computers, such as laptops, tablets,

smartphones, and large displays, are personal, expensive, and

non-shareable display devices. They rarely support the same

affordances when we use paper.

To achieve Weiser's original vision of “transparency and in-

visibility of computing and its user interfaces” 4, an alternate
4 Ishii, H. ( 2004). Bottles: A transparent
interface as a tribute to mark weiser.
IEICE Transactions on information and
systems, 87(6):1299–1311

approach has been explored by “augmenting” the existing

environments, instead of covering the entire wall, table, and

surface with computer displays — that is spatial augmented real-

ity .
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3.1.2 Spatial Augmented Reality

Augmented reality situates virtual content in the physical

world, so that the user can see and interact with the virtual

content as if they exist in the real world. There are two ap-

proaches: one is overlay information with a projector or over-

lay information through see-through displays [Bimber and

Raskar, 2006].

Figure 3.2: Wellner's Digital
Desk [Wellner, 1993].

In the �rst approach, called spatial augmented reality, visual

information is directly projected onto the environment, usually

through the use of projectors. Wellner contributed to this ap-

proach with his DigitalDesk 5. In his work, the system displays
5 Wellner, P. (1993). Interacting with pa-
per on the digitaldesk. Communications
of the ACM, 36(7):87–96

information overlaid on top of a paper, so that the user can

use a sheet of paper as both physical paper and digital display.

With this spatial projection, the user can see the dynamic and

interactive content just like a computer display, but can also

use it as an inexpensive, tangible, and disposable paper. Spatial

augmented reality allows surfaces of the physical environment

to become extensions of traditional computing environments.

CAVE (Cave Automated Virtual Environment) is another early

demonstration of using ordinary surfaces to display informa-

tion [Cruz-Neira et al., 1993]. Raskar et al extended this idea

to everyday non-�at surfaces and envisioned how this technol-

ogy might enable “Of�ce of the Future” [Raskar et al., 1998].

In “Augmented Surfaces”, Rekimoto et al developed a new

interaction called “pick and drop”, as a metaphor of the GUI

“drag and drop” in laptop computers, which allows the user to

pick graphical objects and drop them onto any surface in the

physical space, so that the system can seamlessly migrate be-

tween different interactive surfaces, as well as associated with

physical objects [Rekimoto and Saitoh, 1999].

Figure 3.3:
Dynamicland [Victor et al.,
2018].

Since then, spatial augmented reality has been used or de-

ployed to support interaction with objects and the physical
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environment in many different application domains 6, in-
6 Jones, B. and Sohdi, R. (2012). The il-
lustrated history of projection mappingcluding of�ce application [Olwal and Wilson, 2008], entertain-

ment [Willis et al., 2011a], sports [Alves et al., 2013; Ishii et al.,

1999; Kajastila et al., 2016], learning and education [Do-Lenh

et al., 2012; Furió et al., 2017], medical instruction [Meng et al.,

2013; Hoang et al., 2017], and data visualization [Raskar et al.,

2004]. With the advent of mobile projectors, it became possible

to create handheld [Willis et al., 2011b, 2013], on-body [Har-

rison et al., 2010, 2011], or wearable [Xiao et al., 2018] pro-

jection mapping. Recent work also aims to make the spatial

augmented reality more ubiquitous and deployable with novel

touch interact techniques [Xiao et al., 2017] or enable end-users

to customize the content [Xiao et al., 2013] or program with

object-oriented programming [Victor et al., 2018].

3.2 Tangible and Graspable User Interfaces

3.2.1 Graspable User Interfaces

Figure 3.4: Bricks: Graspable
User Interfaces [Fitzmaurice
et al., 1995].

Inspired by augmented reality, researchers have further ex-

plored ways to integrate the real world and computational

media. One missing aspect in the early work on augmented

reality was the use of physical objects as user inputs. Although

augmented reality uses physical surfaces as a canvas to dis-

play digital content, most work did not fully leverage physi-

cal objects as user inputs. This idea was originally developed

through Bricks 7, in which visual objects can be attached to
7 Fitzmaurice, G. W., Ishii, H., and
Buxton, W. A. ( 1995). Bricks: laying
the foundations for graspable user
interfaces. In Proceedings of the SIGCHI
conference on Human factors in computing
systems, pages442–449

physical bricks, so that the virtual content that has now a phys-

ical representation can be physically grasped with hands. This

was one of the �rst demonstrations of the direct physical em-

bodiment of the digital content. In a similar project, Hinckley

et al. explore passive physical props to control cross-sections

in CT scan images [Hinckley et al., 1994]. By using the phys-

ical props, the user can naturally navigate through complex
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three-dimensional visualization with bimanual interaction.

These ideas led to a new paradigm of user interaction, called

Graspable User Interfaces8, where the user can “grasp” and
8 Fitzmaurice, G. W. (1997). Graspable
user interfaces. PhD thesis“manipulate” digital content through physical handles.

Figure 3.5: SandScape [Ishii
et al., 2004].

3.2.2 Tangible User Interfaces

Tangible User Interfaces 9 was introduced in this context to

9 Ishii, H. and Ullmer, B. ( 1997). Tan-
gible bits: towards seamless interfaces
between people, bits and atoms. In Pro-
ceedings of the ACM SIGCHI Conference
on Human factors in computing systems,
pages234–241. ACM

take one step further for the integration. Tangible user inter-

faces emphasize the direct coupling between digital content

and physical objects so that physical objects can serve both as

inputs and as representation of the augmented virtual content.

To demonstrate this concept, Urp and I/O bulb 10 show an

10 Underkof�er, J. and Ishii, H. ( 1999).
Urp: a luminous-tangible workbench
for urban planning and design. In
Proceedings of the SIGCHI conference on
Human Factors in Computing Systems,
pages386–393

early compelling example. In this project, the physical building

model serves as not only physical handles but also an em-

bodied representation of the same building model in com-

putational space, providing a tighter coupling between the

digital world and the physical world. Similarly, Illuminating

clay [Piper et al., 2002] and Sand Scape [Ishii et al.,2004] fur-

ther expands this idea for deformable physical objects. In this

project, a projected digital image on top of the clay or sand can

show the simulated water runoff or erosion patterns based on

the current physical shape. In these demonstrations, physical

objects are no longer merely a handle of the digital content.

Rather, the physical objects also serve an embodied represen-

tation of the digital content, as their physical properties, such

as shape, position, materials, and textures are directly coupled

with the underlying digital model.

Figure 3.6: Urp and I/O
Bulb [Underkof�er and Ishii,
1999].

Since Ishii and Ullmer �rst introduced the concept of tangible

interfaces, the design space of tangible interfaces has contin-

uously been growing, and many works have been demon-

strated [Jordà et al., 2007]. At the same time, theoretical frame-

works of tangible user interfaces were also developed [Ullmer

and Ishii, 2000]. For example, Ullmer and Shaer et al. in-
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troduce the token+constraint framework [Shaer et al., 2004;

Ullmer et al., 2005] to highlight the importance of mechani-

cal and physical constraints, and the proposed interactions

are demonstrated through various projects, such as medi-

aBlocks [Ullmer et al., 1998] and SenseTable [Patten et al.,

2001]. Fishkin provides an overview of many tangible inter-

faces and organizes them across the level of embodiment and

other axes [Fishkin, 2004]. Other tangible interfaces have had

a closer connection with visualizing and exploring digital in-

formation, by enhancing them with physical affordances and

constraints [Zigelbaum et al., 2008]. Dourish gives an overview

of the historical development as well as theoretical foundations

for tangible user interfaces 11.
11 Dourish, P. (2004). Where the action
is: the foundations of embodied interaction.
MIT press

Figure 3.7: PinWheels [Ishii
et al., 2001].

3.2.3 Ambient Displays and Media

In their original paper, Ishii and Ullmer considered not only

physical objects, but also the entire physical world as a user

interface [Ishii and Ullmer, 1997]. In this view, the user's sur-

rounding environment also serves as an interface to interact

with the digital world. To demonstrate this second aspect —

using the background environment as ambient media —, the

concept of ambient media was developed. For example, in

ambientRoom [Ishii et al., 1998], ambient information, such

as sound, light, air�ow, water �ow, and physical movements

as peripheral displays at the background of user attention.

Similarly, Pinwheels [Ishii et al., 2001] and musicBottles [Ishii,

2004] are also designed to demonstrate this concept. The un-

derlying motivation of these ambient displays is to design the

media that promote human interaction, rather than detract

from it. Recent work like AwareMirror [Fujinami et al., 2005]

and Squama [Rekimoto, 2012] show some examples of this idea

of ambient display.
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3.2.4 Constructive Assemblies

Another major domain of tangible interfaces is constructive

assemblies. Drawn by inspiration from building blocks, the

constructive assemblies employ modular, electronically instru-

mented building blocks for tangible interfaces, which is closely

related to this thesis' theme. As one of the earliest examples,

Aish demonstrated a “building block system” for modeling a

3D model in computer-aided architectural design by physically

assembling it [Aish, 1979]. One interesting aspect of these sys-

tems is that they were used to explore not only the geometric

structure of buildings, but also some of the more abstract re-

sulting properties and parameters of the building [Aish and

Noakes, 1984].

Figure 3.8:
AlgoBlock [Suzuki and
Kato, 1995].

Constructive blocks have been also utilized for learning pro-

gramming, in which the blocks can support computational

thinking, offering tangible representations for abstract con-

cepts such as program �ow and variables. These blocks help

children develop a natural understanding of abstract concepts

which can be dif�cult to gain through textual and symbolic

representation. AlgoBlock is an example of tangible program-

ming blocks 12. By representing a command with different
12 Suzuki, H. and Kato, H. ( 1995).
Interaction-level support for collabo-
rative learning: Algoblock&mdash;an
open programming language. In The
First International Conference on Computer
Support for Collaborative Learning, CSCL
'95, pages349–355, Hillsdale, NJ, USA.
L. Erlbaum Associates Inc

types of blocks, children can physically construct a program

and execute commands with embedded buttons.

Constructive assembly becomes a powerful way of thinking

and exploring three-dimensional structures. Compared to see-

ing a 2D projection of a 3D structure in a �at screen and ma-

nipulating it through continuously changing the view angle,

the physical exploration has advantages in both understanding

as well as manipulating the structure. Posey is one example of

geometric construction with hub and struts [Weller et al., 2008].

These hub and struts have embedded arrays of infrared LEDs

and photosensors that can sense the connection and angle be-
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tween elements, so that it can be used for a tangible input of

exploring three-dimensional structures of molecular structure.

These physical inputs also help creating animated motion of

3D puppetry and character animation [Jacobson et al., 2014;

Held et al., 2012]. In contrast to these passive building blocks,

Topobo 13 demonstrated programmable active blocks, which
13 Raf�e, H. S., Parkes, A. J., and Ishii,
H. (2004). Topobo: a constructive
assembly system with kinetic memory.
In Proceedings of the SIGCHI conference
on Human factors in computing systems,
pages647–654

can not only sense the motion, but also actuate. With Topobo,

the user builds structures by connecting blocks, then program

their movement through physical demonstration. Each block

can remember and recall the motion as the demonstrated pro-

grammed behavior, which can later be used to animate the

model.

Figure 3.9: Topobo [Raf�e
et al., 2004].

These building blocks have advantages over objects with static

prede�ned structures — like LEGO blocks, endless combi-

nations of blocks allows the rich expression of the resulting

object, thus does not limit the user's creativity. Given this

property, using collective discrete elements could be one of

the promising approach for universal shape construction, and

explore the design space of interactive and dynamic shape

construction, beyond manual assembly.

3.3 Actuated Tangible and Active Haptic In-
terfaces

3.3.1 Actuated Tangible User Interfaces

Tangible and graspable user interfaces are promising, but these

systems often face a challenge of digital-physical discrepancy

— the physical manipulation can change the digital represen-

tation, but the digital computation cannot change the physical

representation of passive and static objects. For example, con-

sider SandScape [Ishii et al.,2004]. While the projected image

can dynamically change when the user reshapes the terrain,
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but when the computer model is updated, such as simulating

the creation of rivers or showing different mountains, it cannot

change the physical shape. This division works well as long as

all changes to the model are formed by the users hands, but

the coupling breaks down, when the computer tries to update

its model.

To address this limitation, a growing number of researchers

have been exploring actuated tangible user interfaces, as the

next logical step. In actuated tangible user interfaces, physical

objects are not merely augmented with digital overlays but

are themselves dynamic and self-recon�gurable, so that they

can change their physical properties to re�ect the state of the

underlying computation [Poupyrev et al., 2007].

Figure 3.10: PICO [Patten
and Ishii, 2007].

For example, PICO 14 use an array of electromagnetic coils for

14 Patten, J. and Ishii, H. (2007). Me-
chanical constraints as computational
constraints in tabletop tangible inter-
faces. InProceedings of the SIGCHI
conference on Human Factors in Comput-
ing Systems, pages809–818. ACM

the 2D movement of tracked tangibles underneath a table to

computationally move magnetic tokes on top, thus tokens can

move their position dynamically to synchronize the position of

virtual contents. Similarly, Madgets [Weiss et al., 2010] extends

this approach with multi-functional tokens that can be moved,

rotated and have their physical state altered using driven by a

magnet array. Other techniques for actuation include ultrasonic

waves [Marshall et al., 2012], magnetic levitation [Lee et al.,

2011a], actuated magnets [Bailly et al., 2016; Lee et al.,2011b],

and wheeled and vibrating robots [Nowacka et al., 2013].

Poupyrev et al. 15 present an overview of actuated tangible
15 Poupyrev, I., Nashida, T., and Okabe,
M. (2007). Actuation and tangible user
interfaces: the vaucanson duck, robots,
and shape displays. In Proceedings of the
1st International Conference on Tangible
and embedded interaction, pages205–212.
ACM

user interfaces. They de�ne actuated interfaces as interfaces in

which physical components move in a way that can be detected by the

user, and classify a possible type of movements as 1) change in

spatial position, change in the speed of motion, 3) change in

surface texture, and 4) change in force applied to the user.

As physical objects move and transform, the border between
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robots and actuated tangibles blur. However, actuated tan-

gibles have a stronger focus on the user interaction aspect,

whereas robots are often meant to be a mechanical worker.

Poupyrev et al [Poupyrev et al., 2007] discuss actuated tangi-

bles that can expand the application space to the following �ve

areas, some of which are not well explored in robotics: 1) aes-

thetics, 2) information communication, 3) mechanical work, 4)

controls — data consistency, and 5) people-to-people commu-

nication.

Figure 3.11: LivingDesktop
[Bailly et al., 2016].

3.3.2 Active Haptic Interfaces

One important category of actuated tangible interfaces is hap-

tic interfaces. These active devices, including hand-held con-

trollers [Choi et al., 2017] and table-top surfaces [Iwata et al.,

2001], can simulate the haptic sensation of virtual objects. Re-

cently, active haptic interfaces have attracted attention, partic-

ularly to provide haptics for virtual reality and telepresence

applications [Stone, 2000]. These devices are used to simulate

the tactile sensation of virtual textures [Benko et al., 2016], sim-

ulate the shape of virtual objects 16, and to move passive proxy
16 Siu, A. F., Gonzalez, E. J., Yuan, S.,
Ginsberg, J. B., and Follmer, S. (2018).
Shapeshift: 2d spatial manipulation and
self-actuation of tabletop shape displays
for tangible and haptic interaction. In
Proceedings of the2018CHI Conference
on Human Factors in Computing Systems,
page 291. ACM

objects encountered-type haptic feedback [He et al., 2017b].

Figure 3.12: ShapeShift [Siu
et al., 2018].

3.4 Shape-changing Interfaces

One interesting aspect of actuated tangible interfaces is their

ability to change physical shape to present information or pro-

vide affordances. Shape-changing interfaces have been devel-

oped to focus on this aspect for user interaction [Coelho and

Zigelbaum, 2011; Rasmussen et al.,2012]. Shape-changing in-

terfaces are de�ned as a class of interfaces that1) use the phys-

ical change of shape or change in materiality as input and/or

output, 2) are interactive and computationally controlled, 3)

are self-actuated and/or user-actuated, 4) convey information,
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meaning, or affect [Alexander et al., 2018]. These interactive in-

terfaces can change their shape to display information [Coelho

and Maes, 2009], provide affordances [Hemmert et al., 2010],

inform the state [Kim et al., 2008], and express emotion [Togler

et al., 2009]. Change of shape can be either through shape

transformation of a single material [Niiyama et al., 2014] or

overall shape transition with a collective element [ART+COM,

2008]. In this sense, shape-changing interfaces focuses more

on output aspect of actuated objects, compared to previously

described actuated tangible interfaces.

Figure 3.13:
LineFORM [Nakagaki et al.,
2015].

The technology to achieve shape changes varies from mechan-

ical actuation 17, electromagnetism [Patten and Ishii, 2007],

17 Nakagaki, K., Follmer, S., and Ishii,
H. (2015). Lineform: Actuated curve
interfaces for display, interaction,
and constraint. In Proceedings of the
28th Annual ACM Symposium on User
Interface Software & Technology, pages
333–339. ACM

to natural air�ow [Ishii et al., 2001]. Particularly, in recent

years, pneumatically-actuated soft materials have attracted

attention [Follmer et al., 2012; Niiyama et al., 2015; Ou et al.,

2016; Yao et al.,2013]. Unlike traditional rigid materials, soft

materials have a unique advantage of rich and expressive de-

formation capability, which contributes to the ergonomics,

functionalities, and aesthetics of such an interface.

Figure 3.14: PneUI [Yao
et al., 2013].

For example, PneUI 18 is one of the earliest explorations of

18 Yao, L., Niiyama, R., Ou, J., Follmer,
S., Della Silva, C., and Ishii, H. (2013).
Pneui: Pneumatically actuated soft
composite materials for shape changing
interfaces. In Proceedings of the26th An-
nual ACM Symposium on User Interface
Software and Technology, UIST '13, pages
13–22, New York, NY, USA. ACM

this class of interfaces. These shape and stiffness changing

capabilities promise many different applications, such as shape

displays (e.g., Colorise [Fujii et al., 2018]), interactive toys (e.g.,

FoamSense [Nakamaru et al.,2017], SqueezePulse [He et al.,

2017a]), haptic interfaces for VR (e.g., ForceJacket [Delazio

et al., 2018] and PuPoP [Teng et al., 2018]), and accessibility

(e.g., Soft Exosuit [Asbeck et al.,2015]).

3.4.1 Shape Displays

Another important category of shape-changing interfaces is

shape displays. Shape displays present a physical form using

shape-changing surfaces. By using an array of actuated pins,
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shape displays can create an arbitrary 2.5D shape by compu-

tationally changing the height of each pin, similar to computa-

tionally changing the color of each pixel of a graphical display.

One potential that shape displays have is its general-purpose

shape transformation capability. Unlike other shape-changing

interfaces, shape displays can represent a physical shape with-

out a limitation of the original shape.

Figure 3.15:
inFORM [Follmer et al.,
2013; Leithinger et al., 2014].

Thus, they can be used for many applications, such as haptic

displays that can render visual objects physically [Siu et al.,

2018; Iwata et al., 2001], information visualization to show

data in tangible 3D bar graphs [Taher et al., 2015], geographic

visualization to simulate a terrain [Leithinger and Ishii, 2010],

and construct a shape by actuating passive blocks [Schoessler

et al., 2015].

Figure 3.16: Kinetic
Blocks [Schoessler et al.,
2015].

inFORM 19 demonstrates how shape displays can present affor-

19 Follmer, S., Leithinger, D., Olwal,
A., Hogge, A., and Ishii, H. ( 2013).
inform: Dynamic physical affordances
and constraints through shape and
object actuation. In Proceedings of the
26th Annual ACM Symposium on User
Interface Software and Technology, UIST
'13, pages417–426, New York, NY,
USA. ACM

dances dynamically by creating various interface objects such

as buttons and sliders, as well as actuating existing objects on

the display. Built on top of this, Follmer provides a conceptual

foundation for dynamic physical affordances20. Vink et al. fur-

20 Follmer, S. S. W. (2015). Dynamic
physical affordances for shape-changing and
deformable user interfaces. PhD thesis,
Massachusetts Institute of Technology

ther illustrates how these dynamic physical affordances can

support various scenarios for our everyday activities through

adaptive shape-changing furniture [Vink et al., 2015]. Recent

development of shape displays also promise for mobile and

graspable [Jang et al.,2016], self-movable [Siu et al., 2018],

higher foce [Nakagaki et al., 2019] and higher-resolution shape

displays [Zhang and Follmer, 2018].

3.4.2 Large-scale Shape-changing Interfaces

Recent shape-changing or actuated tangible user interfaces

have a great potential to augment this static physical environ-

ment into a dynamic one. But most current shape-changing

research focuses on the scale of a human hand. Some other
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work also investigated larger-scale (e.g., body-scale, room-

scale, building-scale) shape-changing interfaces as an adaptive

environment or architectural robot 21.
21 Gross, M. D. and Green, K. E. (2012).
Architectural robotics, inevitably.
interactions, 19(1):28–33

Figure 3.17: TilePoP [Teng
et al., 2019].

Figure 3.18: Aegis HypoSur-
face [Goulthorpe, 2006].

For example, the Muscle Tower project [Oosterhuis and Bilo-

ria, 2008] is a tall, open structural tower made from aluminum

tubes and pneumatic muscles, which can engage a passer-by

as it leans and bends towards the moving person. Similar to

Muscle Tower, Dress Room [Vallgårda, 2014] responds to the

location/position of an inhabitant, measured through pres-

sure sensors integrated into the �oor. Open Columns [Khan,

2010] and ExoBuilding [Schnädelbach et al., 2010] are ceiling-

mounted actuators that respond to variations in carbon-dioxide

levels in interior spaces or the user's physiological data. These

works are designed to map data into architectural space as an

ambient but physical data representation. For more general-

purpose information display through shape change, Hypo-

surface [Goulthorpe, 2006] demonstrated one of the earliest

architecture-scale shape displays. More recently, MegaFaces

[Khan, 2014], Tangible Pixels [Tang et al., 2011], and Tile-

PoP [Teng et al.,2019] propose a similar concept by using

mechanical linear actuator arrays.

Figure 3.19:
ShapeClip [Hardy et al.,
2015].

3.4.3 Modular Shape-changing Interfaces

One of the challenges of general-purpose shape-changing in-

terfaces is the complexity of the system. In particular, shape

displays often require large, heavy, complex mechanical de-

vices that are dif�cult to carry or embed in the environment.

By taking inspiration from the modular robotic research [Yim

et al., 2007], recent research in HCI has also applied for modu-

lar shape-changing interfaces. For example, ShapeClip [Hardy

et al., 2015] allows a designer to construct different geometries

of shape-changing interfaces. Changibles [Roudaut et al., 2014]

and Cubimorph [Roudaut et al., 2016] are shape-changing
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robots that leverage a modular and recon�gurable design to

achieve different geometries. ChainFORM [Nakagaki et al.,

2016] integrates modular sensing, display, and actuation to

enhance interactions. Programmable building blocks like

Topobo [Raf�e et al., 2004] can also be seen as modular shape-

changing interfaces.

Figure 3.20: M-Block [Ro-
manishin et al., 2013].

Outside the context of HCI, there is also a rich body of mod-

ular robots that can be used for user interfaces. For example,

Robot Pebbles [Gilpin et al., 2010] are 1cm size robots to create

a stable object with electro-permanent magnets, M-Block [Ro-

manishin et al., 2013], Roombots [Sprowitz et al., 2010] and

Flight Assembled Architecture [Augugliaro et al., 2014] can

construct furniture or buildings with multiple modular robots.

This work also takes inspiration from these works and ex-

pands the potential of modular, collective elements as general-

purpose shape-changing interfaces.

3.4.4 Swarm User Interfaces

Figure 3.21: Zooids: Swarm
User Interfaces [Le Goc
et al., 2016; Kim and Follmer,
2017].

Finally, recent research explores a new class of user interfaces

that exploits a swarm of robots and actuated elements. Swarm

user interfaces (Swarm UIs) are proposed as novel dynamic

tangible interfaces that leverage many collective movable phys-

ical elements (e.g.,10-30) for interactions 22. Swarm user inter-

22 Le Goc, M., Kim, L. H., Parsaei,
A., Fekete, J.-D., Dragicevic, P., and
Follmer, S. (2016). Zooids: Building
blocks for swarm user interfaces. In
Proceedings of the29th Annual Symposium
on User Interface Software and Technology,
pages97–109. ACM

faces have several advantages over existing shape-changing in-

terfaces. For example, swarm UIs are not constrained in a spe-

ci�c place as they can move freely on a surface [Le Goc et al.,

2016; Suzuki et al., 2018a], on a wall [Kim and Follmer, 2017],

on body [Dementyev et al., 2016], or even in mid-air [Braley

et al., 2018]. Also, a swarm of robots provides scalability in

shape change as it comprises many interchangeable elements.

The number of elements can also be �exibly changed which

contributes to both scalability and expressiveness of displaying

information.
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Swarm UIs transform their overall shape by collectively re-

arranging individual, usually identical units. The ability to

heterogeneously transform individual shapes can expand the

range of expressions, interactions, and affordances. This can

be useful in many tasks that current swarm UIs support, such

as geometric expressions [Le Goc et al.,2016], iconic shapes

and animations [Kim and Follmer, 2017] (e.g., animated arrow

shape), education and scienti�c visualizations [Özgür et al.,

2017] (e.g., visualization of magnetic �elds or sine waves),

physical data representations [Le Goc et al., 2019] (e.g., line

graphs, bar graphs, network graphs), accessibility [Guinness

et al., 2018] (e.g., tactile maps), and tangible UI elements [Pat-

ten and Ishii, 2007; Patten, 2014] (e.g., a controller and a slider).

Inspired by this work, my work also contributes to this line of

work by exploring broader design space and illustrating the

potential use through scenarios.

3.5 Analysis of Related Work

Many of the existing works in shape-changing interfaces are

motivated and inspired by Sutherland's vision of Ultimate Dis-

play [Sutherland, 1965], Toffoli's Programmable Matter [Toffoli

and Margolus, 1991], Goldstein's Claystronics [Goldstein and

Mowry, 2004], and Ishii's Radical Atoms [Ishii et al., 2012] —

“a room within which the computer can control the existence

of matter” [Sutherland, 1965] and user interaction with “a new

kind of matter capable of changing form dynamically” [Ishii

et al., 2012].

Figure 3.22: Radical Atoms
Vision [Ishii et al., 2012].

Although it is challenging, there are many promising appli-

cations, as we reviewed. Particularly, general-purpose shape-

changing interfaces, that can transform into any kind of shapes

have a large potential. Unlike shapes that can only change
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into only one or two states, general-purpose interfaces can

work as a physical display, that can transform into arbitrary

shapes. We can see this as an analogy of a graphical display.

Graphical display has revolutionized the interface paradigm by

enabling many possible applications. The transition from the

9-digit display or character-based screen to general-purpose

bit-mapped displays that can simulate arbitrary 2D graphics

enables the new paradigm of computer interfaces (i.e., graphi-

cal user interfaces), and signi�cantly expands what we can do

with computers.

In the same way, dynamic physical displays also could pro-

vide a foundation for many potential applications that can be

built on top of it, such as enabling a tangible information dis-

play [Poupyrev et al., 2004], physicalizing data [Taher et al.,

2015], providing general-purpose haptic sensation [Iwata et al.,

2001], and providing dynamic physical affordances [Follmer

et al., 2013; Vink et al., 2015].

In history, physical shape displays are mostly demonstrated

through an array of actuated pins that can dynamically cre-

ate a shape out of tabletop surfaces. As we review, its history

started from the 1990s [Iwata et al., 2001], and since then, sig-

ni�cant advances have been made to make a shape with the

faster and higher resolution of the pin displays. (Leithinger

provides an overview of the history of the development of

shape displays 23.)
23 Leithinger, D. ( 2015). Grasping in-
formation and collaborating through shape
displays. PhD thesis, Massachusetts
Institute of Technology

However, the current systems and design architectures have

several limitations. First, they often require a large, mechan-

ically complex devices that are dif�cult to embed in existing

environments. They tend to have a large space underneath the

table to store pins, thus the device often becomes a large and

heavy table. It is similar to the graphical display that used to

be very large, thick, and heavy a cathode-ray tube display. As
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displays become more portable, compact, and mobile, the ap-

plication domains can be much expanded for many different

scenarios. Second, the current design of shape display cannot

create a graspable shape. This is because the actuated pins are

�xed and embedded in a table, thus the generated shape is

attached to the table and cannot grab wit hands. It also limits

the possible interaction with shape displays, as the user cannot

easily pick and move the generated shape. This is why many

of the existing works often use a token (e.g., red ball in in-

Form [Follmer et al., 2013]) as a proxy for controller or pointer

when interacting with the shape display.

Figure 3.23: The scope and
relationship between existing
concepts of augmented and
dynamic physical interfaces.
The focus of this thesis is on
dynamic physical interfaces
constructed from discrete
collective elements.

In this thesis, I aim to explore how we can construct a dynamic

shape with different approaches. More speci�cally, this thesis

explores the dynamic shape construction and transformation

with collective discrete elements. Using discrete collective el-

ements can potentially address the limitations stated above.

For example, collective elements enable a simple, modular de-

sign, which can decompose large, monolithic devices into a

set of simple, distributed elements. Thus, it could simplify the

mechanically complex device and make the device more dis-

tributed and deployable to the existing environments. Also,

these discrete elements can serve graspable objects or tokens,

that allow the user to interact with a rich set of interactions,

such as grasping, picking, moving, and playing with hands.
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On the other hand, it does not reduce the expressivity and

general-purposes of the display. Since it consists of collective

elements, the constructed shape is not bound to one or two

states. By recon�guring the constructed elements, it is possi-

ble to make a rich variety of shapes that are not limited to the

original shape.

Figure 3.24: Collective
shape-changing interfaces
can achieve both deployable
and general-purpose shape
transformation by leverag-
ing a swarm of modular
elements.

The idea of making shapes with discrete elements is not new.

There is much existing research in robotics and mechanical

engineering. For example, there is a long history of modular

self-recon�gurable robots and digital materials to explore this

idea for general-purpose shape construction and transforma-

tion. However, applying these ideas for interactive user inter-

faces presents a different set of challenges and requirements.

For example, despite the decades of research, these approaches

are rarely seen in interactive systems, as it suffers from slow

transformation speed. In existing systems, the overall shape

change often takes minutes to hours. This is not acceptable

for an interactive system, as real-time interaction happens in

seconds, not minutes or hours. Also, it often does not con-

sider the human aspects, such as how we can interact with the

constructed objects. This is also a unique aspect of interactive

devices. Moreover, existing work often provides a point so-

lution, but reviewing and analyzing different approaches can
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give us a good understanding and inspiration to explore a new

type of physical displays that are currently not well explored.

Therefore, in the next chapter, I will provide a foundation of

dynamic shape construction and transformation with collec-

tive elements by exploring the design space representations

of shape and methods to achieve shape constructions for each

approach. These explorations allow us to tap into broader de-

sign space to achieve the dynamic shape display and further

explore alternative approaches.
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4
Dynamic Shape Construction with

Collective Elements

“We live in a three-dimensional world, but displays and printers re-

strict information to two-dimensional surfaces. [...] These problems

can all be �xed by dismantling the real barrier, the one between dig-

ital information and our physical world. We're made out of atoms,

and will continue to be for the foreseeable future. All of the bits in the

world are of no use unless they can meet us out here on our terms.

The very notion that computers can create a virtual reality requires

an awkward linguistic construction to refer to "real" reality, what's

left outside the computer. That's backward. Rather than replace our

world, we should �rst look to machines to enhance it.”

— Neil Gershenfeld 1
1 Gershenfeld, N. (1999). When things
start to think. Henry Holt and Co., Inc

This chapter introduces dynamic shape construction with col-

lective elements. The scope of this thesis speci�cally focuses on

shape construction with discrete elements, rather than mono-

lithic materials. Each individual element can dynamically

change its shape, position, and any other physical property
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through either internal or external actuation, such that they

can collectively construct and transform their overall physical

shape dynamically.

The promise of collective shape construction is its generaliz-

ability for information display — in contrast to single-purpose

shape transformation, it has potential for universal shape con-

struction and transformation into an arbitrary physical shape,

just like pixels on a graphical display.

This chapter �rst reviews the possible representations of dy-

namic physical shape and the transformation method of each

representation. I discuss the bene�ts and limitations of each

representation in terms of the �exibility of shape construction

and from a user interaction perspective. Then, I explore the

design space of constructing elements and draw a continuum

between the shape constructed by active self-actuated elements

and the shape constructed by passive externally-actuated ele-

ments. I also discuss the trade-offs of each approach and show

that it is possible to make dynamic shape construction with the

passive collective elements.

4.1 Design Space of Shape Representation

The goal of the dynamic physical display is to represent digi-

tal data as a tangible shape. However, representing data is not

restricted to a single method, rather there are various ways of

representing information. For example, in data visualization,

the same numerical data can be represented in various forms,

such as bar graphs, line graphs, pie charts, treemaps, scatter

plots, and box plots, etc. Each of these graphs embody the

same information, but the way of visualizing the information is

different. Similarly, a shape — either physical or graphical —

can also have various ways to represent geometric information.
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In computer graphics, for example, the display can represent

the same3D object with either spatially distributed points like

a point cloud, or with a stack of sliced layers, a set of voxels,

a collection of vertices, edges, and faces in polygon mesh, and

a set of lines or curves in a wireframe. Again, all of these rep-

resentations present the same shape information, but different

representations have advantages and limitations in terms of

use cases and applications.

Figure 4.1: Different types
of shape representations in
computer graphics

This is also true for physical shape representation constructed

by discrete elements. There is not one way to construct a phys-

ical shape, rather there are various forms of shape creation. For

example, consider creating a static shape, say Stanford Bunny,

with a collection of physical elements. We can think of vari-

ous ways to construct the Stanford Bunny. For example, one

can make the Stanford Bunny by assembling the LEGO blocks,

similar to the voxel representation in 3D models. Or, one can

make the object by stacking sheets of paper or plywood layer-

by-layer to create an object using a tool like Autodesk 123D

Make. Alternatively, one could make the shape with a con-

nected hub and struts using a construction kit like Zometool,

similar to wireframe representation. It is also possible to cre-

ate the shape as a2.5D relief of a pin art toy like Fleming's

Pinscreen toy or as a3D drawing of a wire bending art or 3D

doodlers. It is even possible to create an arbitrary 3D shape by

folding a sheet of paper like Origami to construct the geome-

try [Demaine and Tachi, 2017].

As we can see, there are many ways to construct a physical
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Figure 4.2: Different types of
shape representations

shape. Therefore, it is an interesting to explore what types of

shape representations are possiblewith dynamic collective ele-

ments. Although the literature of physical shape-changing

displays mostly focuses on representations with an array of ac-

tuated pins, I can identify at least eight different types of rep-

resentations that can be used to create geometries, as depicted

in Figure 4.2: 1) Sparse Dots,2) Sparse Lines,3) Pin Array, 4)

Single Line, 5) Voxel, 6) Layers, 7) Surface,8) Hub and Struts.

Some representations are previously well explored, but some

are not.

To better understand how each approach constructs a shape,

again examine the construction of the Stanford Bunny. Sparse

dots create a shape by spatially distributing the collective el-

ements in a space or on a surface, similar to point cloud rep-

resentation. By individually changing the position, the overall

shape can also transform. Sparse lines are a similar represen-

tation, but they utilize �xed or transformable lines to make

a shape, similar to wireframe representation. The pin array

creates a shape similar to a pin art toy, by individually trans-

forming each pin to generate a relief shape on a surface. The

single line makes a shape by bending each line segment. The
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voxel constructs a shape out of collective blocks or lattice struc-

ture, and the layer creates a shape out of a transformable sheet

of layers. The surface constructs a shape by bending or trans-

forming each polygonal element that composes the surface.

And, the hub and struts create shapes by transforming or con-

structing lines of each mesh.

Note that I do not argue that this is the only way to classify the

possible representations, and I certainly think there might be

other types of classi�cations or missing shape representations.

However, this is at least useful to investigate each approach

and discuss the bene�ts and disadvantages. In this classi�ca-

tion and presented examples, I focus on shape construction

with a collection of discreteelements, as this is the speci�c

focus of this thesis. For each representation, I also illustrate

possible discrete elements as well as an example project. By

collectively moving, transforming, or changing their physi-

cal property, these elements can construct an overall physical

shape. Here, I describe each representation in more detail.

4.1.1 Sparse Dots Representation

Sparse dots refer to a shape category that consists of spatially

aligned dot elements. Sparse dots represent shapes in a sim-

ilar manner as a point cloud or as dot graphics in computer

graphics.

Figure 4.3: Sparse dots
representation. (e.g.,
Zooids [Le Goc et al.,
2016], BMW Kinetic Sculp-
ture [ART+COM, 2008],
and Reactile [Suzuki et al.,
2018a]).

Similarly, these physical shapes can be represented on a2D

surface [Le Goc et al.,2016; Alonso-Mora et al., 2012; Ruben-
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stein et al., 2014] or in 3D space [ART+COM, 2008; Braley

et al., 2018], and each element can be self-actuated [Braley

et al., 2018; Kim and Follmer, 2017] or externally actuated with

environmental force or actuated objects [ART+COM, 2008;

Ochiai et al., 2014; Omirou et al., 2015; Suzuki et al., 2018a].

The methods of dynamically constructing and transforming

sparse dot shapes are1) free movements of elements in the 2D

surface, 2) constrained movements of elements in a vertical di-

rection, 3) free movements of elements in 3D space. The shape

of sparse dots can be presented through either dense objects,

contours dots, or vertex. Since each element of sparse dots can

freely move in space, it has the bene�t of the dynamicity of

overall shape transformation. However, the overall shape is not

physically connected, thus the shape is represented through

visuals.

4.1.2 Sparse Lines Representation

Similarly, sparse lines consist of a shape with spatially aligned

line segments. Sparse lines are also represented on a2D sur-

face [Suzuki et al., 2019b] or in 3D space [Torres,2014; Leder

and Weber, 2018; Leder et al., 2019].

Figure 4.4: Sparse lines
representation. (e.g., Shape-
Bots [Suzuki et al., 2019b],
4Net Inox Quadra [Crespin,
2014], and Robotic Timber
Construction [Leder and
Weber, 2018].)

And, sparse lines share similar properties with sparse dots. For

example, because the line elements can freely move in2D or

3D space, it is also easy to dynamically transform the overall

form from one shape to another [Crespin, 2014]. Compared to

sparse dots, sparse lines can construct more visually expres-
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sive shapes, such as contour lines. Also, by leveraging the me-

chanical property of lines, such interfaces can provide unique

affordances with mechanical constraints.

The methods of transformation can be 1) free movements of

line segments in the 2D surface, 2) free or constrained move-

ments of line segments in 3D space,3) extension or contraction

of the length of each line segment.

4.1.3 Pin Arrays Representation

Pin arrays are a shape construction method with transformable

pin elements. As mentioned, pin array is one of the most com-

mon ways for 2.5D shape displays in the literature of shape-

changing displays. Although in the traditional shape display,

each actuated pins is not a discrete element and is instead �xed

in a table, it is possible to decompose each actuated pin into

discrete collective elements (e.g., ShapeClip [Hardy et al., 2015]

and ShapeCanvas [Everitt et al., 2016], Lift-Bit [Ratti, 2016]).

Figure 4.5: Pin array rep-
resentation. (e.g., Shape-
Bots [Suzuki et al., 2019b],
LiftTiles [Suzuki et al.,
2020b], and Lift-Bit [Ratti,
2016].)

The methods to construct and transform shapes with pin ar-

rays are 1) vertical extension of each element, 2) horizontal

extension each element,3) horizontal or vertical movements

of each element. Particularly, the third element is unique to

the pin arrays with discrete elements, as each element can

also change its position in a 2D horizontal or vertical surface

(e.g., ShapeBots [Suzuki et al.,2019b], LiftTiles [Suzuki et al.,

2020b]).
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4.1.4 Single Line Representation

A single line is an approach to constructing a shape by compu-

tationally bending a line. For example, a single line can repre-

sent a shape with either an iconic contour shape (e.g., phone

shape in [Nakagaki et al., 2015]) or with a volumetric shape

(e.g., a cube in [Yim and Sitti, 2014]). Grif�th shows that it is

possible to construct any arbitrary 3D shape with a continuous

single line [Grif�th, 2004], and recent work demonstrates that

a single 3D printed chain can be transformed into various 3D

shapes — such as the Stanford bunny — by manually assem-

bling it [Yu et al., 2019].

Figure 4.6: Single line rep-
resentation. (e.g., Cubi-
morph [Roudaut et al., 2016],
ChainFORM [Nakagaki
et al., 2016], SoftCubes [Yim
and Sitti, 2014])

The methods to construct and transform the shape with a

single line are 1) change of the bending angle of each line

segment, and 2) change of the length of each line segment.

In this representation each segment is discrete, so the over-

all shape can be recon�gured through the properties of each

discrete element (e.g., ChainForm [Nakagaki et al., 2016]).

Similar to other representations, each line segment can either

be self-actuated [Murata et al., 2002; Nakagaki et al., 2016,

2015; Roudaut et al., 2016] or externally programmed or actu-

ated [Yim and Sitti, 2014; Grif�th, 2004].

4.1.5 Voxel Representation

A voxel is a representation of a shape with connected blocks or

a lattice structure. The voxel-like structure is one of the most

common ways of dynamic shape construction, particularly in

the literature of self-recon�gurable modular robots (e.g., M-
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Block [Romanishin et al., 2013], Roombots [Sproewitz et al.,

2009]). In this representation, each voxel element is physically

connected with neighboring elements, so that the overall shape

is structurally stable when holding it (e.g., Robotic Assembly

of Zooids [Zhao et al., 2017], Dynablock [Suzuki et al., 2018b]).

Figure 4.7: Voxel represen-
tation. (e.g., Aerial Assem-
bly [Tibbits et al., 2014],
Dynablock [Suzuki et al.,
2018b], Roombots [Sproewitz
et al., 2009])

The methods to construct and transform shapes using voxels

are 1) movement of each voxel element, 2) change in connec-

tion with neighboring elements, and 3) transformation of each

voxel element. In self-recon�gurable modular robots, many ap-

proaches explore the active voxel elements with self-actuation

capability. It is also possible to transform its shape with ex-

ternally or environmentally actuated force, such as swarm

robotic construction [Petersen et al., 2011; Werfel and Nagpal,

2008], swarm robotic arms [Jenett and Cheung, 2017], external

robotic arms [Sekijima and Tanaka, 2015; Hiller, 2011], external

force [Tibbits et al., 2014; Papadopoulou et al., 2017], and actu-

ation with shape displays [Schoessler et al., 2015; Suzuki et al.,

2018b].

4.1.6 Layer Representation

A layer is an approach to construct a shape using a stacked

layer. Layer-by-layer is a well-known method to construct an

arbitrary shape with additive manufacturing. To my knowl-

edge, I was not able to �nd any general-purpose shape con-

struction and transformation that uses this method, but it

should be possible to achieve a dynamic shape-changing dis-

play with transformable layers. For example, Additive Fold-
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ing [Yim et al., 2018] demonstrates shape construction with

pre-fabricated sheets and connects each layer with a string to

create a transformable shape. By dynamically changing the

shape of each layer, it is also possible to change the overall

shape dynamically (e.g., BendingArches [Winther and Vall-

gårda, 2016]).

Figure 4.8: Layer represen-
tation. (e.g., Additive Fold-
ing [Yim et al., 2018], Stretch
Design [StretchDesign, 2005],
and BendingArches [Winther
and Vallgårda, 2016])

The methods to construct and transform the shape with the

layered approach are 1) change the shape of each layer,2)

change the thickness of each layer, and3) change the spac-

ing between each layer. For example, by changing the spacing

between each layer, expandable chairs like Flexible Loveby

by Stretch Design [StretchDesign, 2005] demonstrate trans-

formable furniture or sculptures. Gronvall et al. [Grönvall

et al., 2014] investigates the interaction of such shape-changing

benches. Also, Winther et al. [Winther and Vallgårda, 2016]

show that shape change in each sliced layer can transform the

overall shape.

4.1.7 Surface Representation

A surface is a representation of a shape using connected2D

elements.

Figure 4.9: Surface represen-
tation. (e.g., MORI [Belke
and Paik, 2017], Curve-
Ups [Guseinov et al., 2017],
and Morphees [Roudaut
et al., 2013])
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The shape of each element can be a triangle, a rectangle, or

any other shape. In computer graphics, it is known as sur-

face mesh. By changing the size or shape of each element, it is

possible to transform the overall shape. Also, by changing the

angle of each connecting element, a similar transformation can

be possible [Guseinov et al., 2017; Roudaut et al., 2013]. For ex-

ample, Mori [Belke and Paik, 2017] demonstrates that through

modular origami robots each of the connections can be bent.

The methods to construct and transform shapes in surface

representations are 1) change of the size of each element,2)

change of shape of each element, and3) change of the bending

angle of each element.

4.1.8 Hub and Struts Representation

Finally, the hub and struts construct a shape using connected

multiple line segments. This representation is well explored in

static geometry, such as a timber frame for building construc-

tion or constructive assembly toys like Zome tools.

Figure 4.10: Hub and struts
representation. (e.g., Un-
tethered Isoperimetric Soft
Robot [Usevitch et al., 2020],
KineReels [Takei et al., 2011],
and Interactive In�ata-
bles [Swaminathan et al.,
2019])

For dynamic shape construction, the hub and struts are also

explored in responsive architecture [Oosterhuis and Bilo-

ria, 2008; Swaminathan et al., 2019; Takei et al., 2012, 2011],

walking robots [Bondin et al., 2015], and soft robotics [Ham-

mond et al., 2017; Hawkes et al., 2017; Usevitch et al., 2020].

Although the current implementations are mostly explored

for shape transformation of the original structure, it is also

possible to construct a shape with discrete recon�gurable ele-
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ments [Leder et al., 2019].

The methods to construct and transform the shape using hub

and struts are 1) extension of each strut element, 2) movement

of the position of each hub element, and 3) connection and

disconnection of a hub and a strut. Each element can be either

self-actuated [Takei et al., 2012] or externally actuated [Staal,

2015; Yamaoka, 2014].

4.1.9 Analysis and Comparison of Each Represen-
tation

In theory, all of the presented representations can create any

arbitrary shape given a suf�ciently high resolution. But, in

practice, each shape representation has its bene�ts and limita-

tions. Thus it is useful to discuss these trade-offs when consid-

ering use cases and applications. Here, I investigate �exibility,

graspability, scalability, and interaction capability.

Flexibility

In spatially distributed representations like sparse dots, lines,

and pin arrays, each element can independently move and

transform without the interference with other elements. This

property allows the fast overall transformation with the mas-

sively parallel movement of each individual element. In con-

trast, the interconnected elements like voxel representations

may require coordination with neighboring elements when

transforming one shape to another, which introduces chal-

lenges for rapid and �exible shape transformation.

Graspability

On the other hand, the shape constructed with interconnected

elements has its merit. For example, the constructed shape

can be dealt with as a single object, thus the user can easily
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grasp and hold the resulting object. It provides a more stable

structure and ef�cient in terms of maintaining the same shape,

compared to the shape constructed with spatially aligned ele-

ments, because these spatial representation needs to maintain

the overall shape whenever the user interacts with it. For ex-

ample, consider a square shape constructed with sparse dots.

When the user picks up and moves one element, the other el-

ements also need to follow and move by tracking the user's

movement, in order to maintain the same shape. Moreover, the

shape constructed with interconnected elements is also used as

a static object or tool when the shape does not need to change.

Overall, these representations have the bene�ts of making gras-

pable and stable structures.

Scalability

The scalability is another aspect. In other words, it is related

to the number of elements that require to represent the same

shape. In general, the densely-arranged representation requires

more elements, as opposed to the representation with contour

form. For example, compare a cubic shape that is constructed

with densely-aligned elements of voxels or sparse dots with

the same shape constructed with contour lines of a single line

or hub and struts. If each edge of the square requires ten ele-

ments, then the densely-aligned representation may require ap-

proximately a thousand elements, while the contour lines only

require twelve lines. Therefore, if the shape can be easily rep-

resented with a line, such as a wireframe, contours, or iconic

silhouette, it might be more ef�cient to use the line-based rep-

resentations.

Interaction Capability

The different representation can support different interactions.

For example, line-based elements like a single line, sparse line,
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or hub and struts can support an expressive two hands inter-

action such as extending or collapsing a line, bending a line

or cutting or connecting the line segments. Whereas, voxel

representation may not fully support these expressive modi�-

cations, as each element may not be as plastic and malleable as

the other elements. On the other hand, the voxel representation

can support interactive construction like constructive building

blocks. By tracking the user's construction, it can be possible

to automatically complete the desired shape. Interaction with

pin arrays are well explored in the previous work [Leithinger,

2015], but the user can interact with each element by pushing

it. Since each element is discrete, it is also possible for users to

move and recon�gure the elements to construct a new shape

representation in improvisational ways. Surface representation

may have a unique interaction capability of folding the entire

shape, similar to origami. The combination of manual and

automatic folding would be another interesting interaction.

The sparse dots also support several unique interactions with

both individual (e.g., pick-up and move) as well as collective

elements (e.g., gather or move many elements with two hands).

4.1.10 Design Implications

Based on this design exploration, I discuss a couple of design

implications that lead to my work.

Exploring New Types of Representation

One implication is that there is still a rich space that the pre-

vious works have not explored well. This includes both repre-

sentation of the shape as well as the methods of construction

and transformation. For example, collective shape-changing

displays with sparse lines, voxels, hub and struts, surfaces, and

layer representations are not well examined in the prior work.

Also, some of the work mostly focuses on the shape trans-
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formation aspect of the pre-de�ned shape (e.g., [Takei et al.,

2012]). There are still interesting research opportunities to not

only transform from one shape to another shape, but also con-

struct various shapes with these elements. Moreover, as we

discuss, the exploration of the different shape representations

can also allow us to develop a different set of interaction tech-

niques.

To expand the research domain, this thesis demonstrates a

range of shape representations, including sparse dots, sparse

lines, pin arrays, and voxels. By expanding these domains, we

can now further explore what could be potential applications

of these shape-changing interfaces. Also, we can explore and

compare different interaction techniques with collective ele-

ments.

Combining the Transformation Building Blocks

This section reviews not only the types of representation but

also methods of transformation of each element. As discussed,

the transformation capability of each element can be catego-

rized as these building blocks: 1) change in the horizontal po-

sition of elements, 2) change in vertical position of elements,

3) change in orientation of elements, 4) change in length of

elements, 5) change in volume of elements, 6) change in con-

nectability of elements, 7) change in a 2D shape of elements.

Although previous work mostly focuses on one method for

each project, this implies that by combining these transforma-

tions, it is possible to cover multiple representations with sin-

gle elements. For example, if elements have not only an ability

to move (1-2) but also an ability to extend ( 4), these elements

can potentially represent both sparse dots, sparse lines, and

pin arrays. If the elements have both an ability to move ( 1-2)

and connect (6), they can also represent both sparse dots and
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voxel representations.

The combination of these capabilities for each element can po-

tentially enhance the expressiveness by supporting a range of

different representations. Therefore, one interesting, yet under-

explored aspect in this design space is which combination of

the capabilities provide an interesting opportunity and how we

can combine them in one element.

In this thesis, I contribute to exploring this aspect by demon-

strating the idea through shape-changing swarm robots (i.e.,

movement and extension). These examples can provide insight

when designing these elements. Also, I discuss the other possi-

ble opportunities for future research in the Discussion section.

4.2 Design Space of Collective Elements

4.2.1 Active and Passive Elements

In the previous section, I have reviewed and explored the de-

sign space of overall shape representation. In this section, I

look into the design space of each individual element that con-

sists of a shape.

In general, there are basically two types of discrete elements

that can be used to construct a shape.

• Active Element: an element that can change its state (e.g.,

shape, position, physical property, etc) by itself with internal

mechanisms

• Passive Element: an element that cannot change its state by

itself

In other words, we can see it as a self-actuated element and

non self-actuated element.
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At �rst glance, one may think that we need to leverage active,

self-actuated elements if we want to continuously form and re-

form the dynamic shape. In fact, research in robotics has pur-

sued this direction to achieve programmable matter [Goldstein

et al., 2005; Goldstein and Mowry, 2004; Toffoli and Margolus,

1991; Yim et al., 2007]. However, when we look into the context

of tangible user interfaces or shape-changing user interfaces,

we also notice that many previous works do not explicitly use

active elements for dynamic shape construction and transfor-

mation. For example, in Kinetic Blocks [Schoessler et al.,2015],

the elements that construct a shape are just a passive static

blocks, thus the constructive blocks cannot dynamically change

its state. We can also see each element of kinetic sculpture (e.g.,

[ART+COM, 2008]) as a passive, non self-actuated element

rather than an active element.

Figure 4.11: Examples of
active vs passive elements
from ShapeBots [Suzuki
et al., 2019b], RoomShift
[Suzuki et al., 2020a], and
Dynablock [Suzuki et al.,
2018b].

Therefore, the fact that whether the element is passive or active

seems independent of the dynamicity of the overall shape. In

fact, compared to these shape-changing interface examples

that leverage passive elements, some of the shape creation with

active robots are not as dynamic as these examples, as these

robots may sometimes take minutes or hours to complete the

shape transformation.

Then, what would be the factor that decides the dynamicity of

the shape? And how can we increase the dynamicity?
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4.2.2 The De�nition of Dynamicity of the Shape

Dynamic vs Inert

To understand this puzzle, I would like to introduce the con-

cept of dynamic vs inert elements. The notion of dynamic or

inert is de�ned as follows:

• Dynamic: We call an element is dynamic when the element

is ready to change its state (e.g., shape, position, physical

property, etc). In other words, the element is currently com-

putationally controllable at a moment.

• Inert We call an element is inert when the element is not

ready to change its state. In other words, the element is not

currently computationally controllable

The De�nition of Dynamicity

I argue that the dynamicity of the shape can be de�ned and

measured by how many numbers of elements in a shape are cur-

rently dynamic. For instance, a sparse dot shape constructed

by swarm robots can be highly dynamic because all of the

constructing elements are always dynamic (i.e., ready to freely

move). Regardless of the elements that are passive (e.g., [Suzuki

et al., 2018a]), sparse dots shape constructed by collective ele-

ments is highly dynamic.

Figure 4.12: All elements
are dynamic vs only one
element is dynamic. It illus-
trates how the number of
dynamic elements can affect
the dynamicity of the overall
shape construction.
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On the other hand, consider a shape made of the same swarm

robots, but only one robot can move at once — each element

can only move after the other element �nish moving. In this

case, only one element is dynamic, and all of the other ele-

ments are inert. As we can see in Figure 4.12, this signi�cantly

decreases the dynamicity of overall shape transformation.

These con�gurations can often be seen in robotics applications

(e.g., [Rubenstein et al.,2012]), but for the HCI applications,

this loses the responsiveness of the interface.

4.2.3 Dynamic vs Inert and Active vs Passive

I also argue that the notion of dynamic vs inert is indepen-

dent of whether the element is active or passive. As we can

see in the above scenario, active, self-actuated robots can also

become inert. There are also other situations when the active

self-actuated element can become an inert element. For exam-

ple, self-recon�gurable robots like M-Blocks [Romanishin et al.,

2013], all blocks are active as they can change their position by

themselves, but if a block is situated at the center of the shape,

the element cannot physically move its position.

Figure 4.13: Concept of
dynamic and inert states

Alternatively, these robots also become inert when their battery

runs out. Also, when the user picks up a wheel-based swarm

robot, but these elements become inert as it cannot move in

3D space. As we can see, these active elements can become

inert because of computational constraints (e.g., a robot cannot
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know where it should go until the other robots �nish moving),

mechanical constraints (e.g., the neighboring elements prevent

the robot to move), and system constraints (e.g., the robots

runs out the battery).

On the other hand, passive elements can become dynamic.

For example, consider a ball placed on top of a shape display,

similar to a red ball in inFORM [Follmer et al., 2013]. This ball

is an inherently passive object as it does not have any internal

actuation mechanism. However, once placed on top of the

shape display, the object becomes dynamic, as the position

of the ball can be computationally controllable as long as it

is on a shape display. But, once the user grasps, it becomes

inert again. In the same way, blocks assembled with the shape

display [Schoessler et al.,2015] or balls connected to the ceiling

motors in kinetic sculpture [ART+COM, 2008] are considered

as an example of passive elements that can become dynamic

because of the external actuation.

Figure 4.14: Dynamic vs
inert and active vs passive.

As we can see from these examples, the notion of dynamic

vs inert is independent of the notion of active vs passive, and

both active and passive objects can become dynamic. To under-

stand this difference, Figure 4.14 shows the matrix of each axis.
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This illustrates when the active or passive elements become

dynamic or inert. In this sense, we can see that the concept of

active or passive is bound to the inherent propertyof the ele-

ment, whereas the concept of dynamic or inert is bound to the

stateof the element. And for the dynamic shape construction,

the dynamic elements rather play an important role to main-

tain the overall dynamicity, than the active elements.

4.2.4 Parallel and Collective Actuation of Passive
Elements

Three Bene�ts of Using Passive Elements

This implies the following claim: it is possible to leverage col-

lective passive objects to dynamically construct and transform

the shape. This is particularly useful because passive elements

provide unique advantages that active elements may not have.

Here, I describe the three bene�ts of using passive elements

• Scalability: Active elements can maintain the constructed

shape highly dynamic, but it has limited scalability. For ex-

ample, since each element needs to have sensing, actuation,

and power supply, the cost of each element signi�cantly

increases. In contrast, passive elements enable simple, inex-

pensive, easily fabricated components, thus the passive ele-

ments should be more inexpensive than the active elements.

Therefore, this can signi�cantly improve the scalability of the

system.

• Resolution: This also contributes to the resolution of the

overall constructed shape. For example, although most of

the self-actuated robotic approach has a limitation in its

overall number (e.g., at most 20-50 elements), using pas-

sive elements can increase this limitation, which allows us

a higher resolution shape. Also, the size of each element

can become small, as the passive element does not require
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a space to have motors, batteries, or microprocessors. This

allows us to create a �ner shape.

• Robustness: In addition, the passive elements also con-

tribute to the robustness and stability of the constructed ob-

ject. These passive elements serve as the stable components

of the shape, which can be more robust than the intricate

active elements that are often made of lots of electrical and

mechanical components. Also, a shape constructed with

passive elements can be used as a normal object, thus it is

more appropriate when the resulting object does not need

to change its shape that often (e.g., building, furniture). In

this case, if the shape is constructed with expensive active

elements, the cost overall shape becomes unnecessarily high.

Finally, if the passive elements are made of soft materials,

these elements can also have a compliant feature.

By leveraging these advantages, we can expand the design

space and a range of applications of the dynamic shape con-

struction.

Figure 4.15: Serial vs parallel
assembly.

Then, how can we leverage the passive elements for dynamic

shape construction? As illustrated in Figure 4.12, the parallel

and simultaneous actuation of many elements is also key for

passive collective construction. To achieve this parallel and

simultaneous actuation, this thesis shows two directions: one is

parallel assembly and another collective actuation.

Parallel Assembly

Parallel assembly is one of the approaches to dynamically con-

struct a shape with passive collective elements. To understand

how it works, let's consider a robotic arm that assembles pas-

sive blocks like LEGO blocks or magnetic connectable ele-

ments, similar to [Sekijima and Tanaka, 2015].
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The robotic arm can pick up one object and assemble it every

time. Therefore, if the shape needs to be constructed with 100

objects, then it requires to go through this process 100times.

If each process takes considerable time, the overall time to

construct a shape can take a while (e.g. if the robot are takes

3.6 seconds per element, it will take 1 hour for a 1000of them).

Thus, the shape constructed by a robotic arm can be seen as

less dynamic.

Figure 4.16: Design of paral-
lel assembler.

Instead, parallel assembler aims to construct many objects si-

multaneously. To this end, I propose a new shape construction

architecture using a shape display. The shape display can verti-

cally push passive elements independently and simultaneously.

By leveraging this capability, I repurpose this system for a

massively parallel assembler. Figure 4.16 shows one approach

to make this happen. Similar to the existing 3D printing, the

shape display assembles blocks one layer each time, and then

stack them layer-by-layer to construct a 3D shape with voxel

representation. In this way, the parallel assembler can construct

an arbitrary shape in seconds.

One interesting implication of dynamic vs inert elements is

that the dynamicity of shape can also change based on the

state. For example, in the above case, all of the elements in the

initial state are all dynamic, as their states (e.g., position, con-

nectability) are computationally controllable, thus the overall

shape has a highly dynamic state. But, once constructed, the

94



Figure 4.17: The dynamicity
of shape can also change in a
single system

elements that consist of the shape become inert, as they are no

longer controllable with pins. Thus, the overall shape loses its

dynamicity. Therefore, the approach of the parallel assembler

has a certain limitation in terms of dynamic shape transfor-

mation of a constructed object. However, it is still useful to

explore, as these passive building blocks promise the relatively

high-resolution and scalable approach, compared to the active

building blocks.

Collective Actuation

Another approach of parallel and simultaneous actuation is

collective actuation. Collective actuation pursues the hybrid

approach of active and passive elements — by leveraging the

active elements like swarm robots to move, actuate, and con-

struct the other passive elements collectively. To understand

this idea, let's consider an alternative scenario of the previ-

ously described block assembly with a robotic arm. What if we

can instead use a hundred of robotic arms to construct these

objects? While each arm can handle only one object, with a

hundred of robots, we can now manipulate a hundred blocks
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at a time. This signi�cantly increases the overall dynamicity

of shape construction. Although there is a certain constraint

of actuating all elements (e.g., some robots interfere in the

movements), it could make the shape as dynamic as a parallel

assembler.

In this way, there is also a rich design space of leveraging a

swarm of active elements as an actuator of passive collective el-

ements. Figure 4.18 illustrates some of the possible approaches,

where black elements refer to active elements (e.g., swarm

robots) and green elements refer to passive elements. For ex-

ample, these swarm elements can move, conform, transform,

assemble, and spatially recon�gure many passive elements col-

lectively and simultaneously. By leveraging these techniques, it

is also possible to create a dynamic shape.

Figure 4.18: Types of actu-
ation for passive collective
elements (blue objects rep-
resent passive collective
elements and black objects
represent active collective
elements)

Thus, how to combine with active and passive elements within

a single system also becomes an important and interesting

design consideration. The hybrid approach of using both active

and passive elements can open up a new design space that is

not previously well-explored. In this thesis, I also demonstrate

this idea through swarm robotic actuation and discuss the

broader actuation techniques in the discussion section.

Types of Actuation

Finally, in these parallel and collective actuation, I mostly fo-

cused on actuation using mechanical force, but there are also

a rich variety of ways to actuate passive elements, such as
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vibration-based force, magnetic/electro-magnetic force, elec-

trostatic force, aerodynamic force, and acoustic radiation force.
2 These types of force can be also used to actuate passive el-

2 The further comparison of these
contact and non-contact force methods
is also discussed in [Ochiai, 2015]

Ochiai, Y. (2015). Graphics by Computa-

tional Acoustic Fields. PhD thesis, The

University of Tokyo

ements. For example, in the previous work, electro-magnetic

force is used in PICO [Patten et al., 2001], ZeroN [Lee et al.,

2011a], and Madgets [Weiss et al., 2010], actuated magnetic

force is used in Molebot [Lee et al., 2011b] and Living Desk-

top [Bailly et al., 2016], aerodynamic force is used in �oa-

tio [Yui and Hashida, 2016], and acoustic levitation force is

used in PixieDust [Ochiai et al., 2014] and LeviPath [Omirou

et al., 2015].

This thesis also investigates the other non-mechanical force

approach for parallel and simultaneous actuation of collective

passive elements. One promising method is to use electrome-

chanical actuation, as it enables relatively strong force, while

it is easier to computationally control. One drawback of the

previous electromagnetic actuation systems, however, was the

scalability of the system. Since these systems using an array of

mechanical coils, it often introduces the fabrication complexity,

which leads to the scalability problem. To address this prob-

lem, this thesis also shows a scalable and inexpensive method

to actuate collective passive objects with PCB-based electro-

mechanical actuation board. This also promises the small, easy

to scale actuation for dynamic shape construction made of

externally-actuated passive collective elements.

4.3 Summary

In summary, this chapter discusses the followings:

1. Shape Representaton: There are eight different shape repre-

sentations to make a dynamic physical shape with collective

elements
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2. Active vs Passive: The collective elements are categorized in

active or passive, based on the actuation type

3. Dynamic vs Inert: The collective elements are also cate-

gorized in dynamic or inert, based on the state of the ele-

ment, and the dynamic or inert elements are independent of

whether the element is active or passive

4. De�nition of the Dynamicity: The dynamicity of the con-

structed shape can be de�ned and measured by the number

of elements that are currently dynamic.

5. Shape Construction with Both Passive and Active Ele-

ments: The dynamic shape construction can be achieved

with both active (self-actuated) and passive (externally-

actuated) elements

Figure 4.19: The dynamic
shape construction can be
achieved both active and
passive collective elements.
By drawing a continuum
between 1) the shape con-
structed by active elements
and 2) the shape constructed
by passive elements, we
can expand the design and
application space.

Based on this, I discuss the following design implications that

lead to each project.

1. Exploring the new representation of collective shape con-

struction: There is still a rich space that the previous works

have not explored well. This includes both representation

of the shape as well as the methods of construction and

transformation. The new representation of shape allow us to

develop a different set of interactions.

2. Combining the transformation methods of active elements
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to improve the expressiveness By expanding and combining

each element's shape-changing capability (e.g.,movement,

transformation, connection, etc), we can also develop more

expressive representation by transforming between different

representations.

3. Constructing shape with parallel and simultaneous actu-

ation enables scalable and high resolution outcomes: By

leveraging actuation systems like an array of electromagnetic

coils or an array of actuated pins, we can create a system

that can dynamically create a shape with collective passive

elements that are actuated simultaneously.

4. Combining both active and passive elements for collective

actuation opens up a new design space: A swarm of active

elements provides an interesting and promising approach as

they can be used as dynamic collective elements as well as

make the passive collective elements dynamic by collectively

and simultaneously actuating them.

Based on this exploration, this thesis contributes to the follow-

ing three in the next chapters:

• Part I - Active Collective Elements: First, I will demonstrate

how we can expand the design space through a collective

shape construction of active elements.

• Part II - Passive Collective Elements: Second, I will show

the passive, externally-actuated elements can also make

the dynamic shape construction by leveraging parallel and

collective actuation. I expand this design space and demon-

strate it through new techniques and design architecture.

• Part III - Interaction with Collective Elements: Third, I

will explore a method and interaction technique to program

the collective elements that construct an interactive shape.

I demonstrate these techniques as a new way of tangible

programming through direct physical manipulation.
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Given these investigations, I discuss the design implications of

these methods and what we can learn for future investigations.

This thesis concludes with the discussion of the potential re-

search directions and opportunities for the future of dynamic

and collective shape
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Part I

Dynamic Shape Construction with

Active Collective Elements
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In this part, I will explore dynamic shape construction with active collective elements . Active

collective elements refer to self-actuated elements that can construct a dynamic shape. By in-

dividually changing its physical property, such as position, orientation, length, volume, con-

nectability, and materiality, or actuating external objects, active collective elements collectively

and dynamically construct and transform the overall shape for human-computer interaction.

To exemplify how active collective elements can be used for interactive and dynamic physical

displays, this chapter introduces two projects: the �rst one is ShapeBots: shape-changing swarm

robots, and the second one is LiftTiles: large-scale pneumatically-actuated transformable tiles.

Figure 4.20: Part I: Dynamic
shape construction with
active elements.
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5
Dynamic Shape made of Shape-changing

Swarm Robots

Figure 5.1: ShapeBots ex-
empli�es dynamic shape
construction with a swarm
of self-transformable
robots [Suzuki et al., 2019b].

5.1 Overview

Swarm robots provide one of promising approaches for col-

lective dynamic physical displays. As each element can freely

move, these robots can display a shape on2D surface or in 3D

space. For example, drone display is now well known example

of how computationally controlled swarm robots can show a

shape in the mid air.

Traditionally, a shape constructed by swarm robots is repre-
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sented as a spatially distributed points (i.e., sparse dots rep-

resentation). This project considers what if each swarm robot

cannot only move in space, but also transform itself to expand

the shape representation. For example, by changing their own

shape of the tiny swarm robots into a line, surface, or vertically

extendable pins, these swarm robots can also represent differ-

ent shapes (e.g., sparse lines, single line, pin arrays, etc) which

allow to expand the expression of the robots can show.

To explore this idea, this project introduces the concept of

shape-changing swarm robots and demonstrate how this both

individual and collective shape transformation capability can

expand the expressiveness of the swarm displays as well as the

range of applications.

The main contributions of this chapter 1 are:
1 Suzuki, R., Zheng, Clement Kakehi,
Y., Yeh, T., Yi-Luen Do, E., Gross, M. D.,
and Leithinger, D. ( 2019b). Shapebots:
Shape-changing swarm robots. In
Proceedings of the32nd Annual ACM
Symposium on User Interface Software and
Technology. ACM

1. A concept of shape-changing swarm robots.

2. ShapeBots implementation with a novel linear actuator that

achieves a high extension ratio and small form factor.

3. A set of application scenarios that illustrate how ShapeBots

can enhance the display, interactions, and affordances of the

current swarm and shape-changing interfaces.

4. Design space exploration of shape-changing swarm user

interfaces.

5.2 Shape-changing Swarm Robots

5.2.1 De�nition

First, I introduce the concept of shape-changing swarm robots.

Shape-changing swarm robots are de�ned as a type of system

that consists of a swarm of self-transformable and collectively

movable robots. This thesis speci�cally focuses on the user
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interface aspect of such systems, which we refer to as shape-

changing swarm user interfaces.

Figure 5.2: Swarm robots
leverage collective shape
transformation (left), and
shape-changing interfaces
leverage an individual shape
transformation (right).
Shape-changing swarm
robots leverage both collec-
tive and individual shape
transformation (center).

5.2.2 Goal

Shape-changing swarm robots are inspired by and built upon

existing swarm user interfaces 2. Swarm user interfaces sup-
2 Le Goc, M., Kim, L. H., Parsaei,
A., Fekete, J.-D., Dragicevic, P., and
Follmer, S. (2016). Zooids: Building
blocks for swarm user interfaces. In
Proceedings of the29th Annual Symposium
on User Interface Software and Technology,
pages97–109. ACM

port interaction through the collective behaviors of many mov-

able robots. By combining such capability with individual

shape change, we can enhance the expressiveness, interactions,

and affordances of current swarm user interfaces.

For example, self-transformable swarm robots can support

representations that are not limited to moving points, but also

lines, and other shapes on a2D surface (Figure 5.1). For ex-

ample, each little robot could change its width or height to

display a geometric shape or represent data embedded in the

physical world. By collectively changing their heights, they

can also render a dynamic shape-changing surface. In addition

to rendering information, it can enhance interactions and af-

fordances of current shape-changing interfaces. For example,

these robots can collectively behave to actuate existing objects

(e.g., clean up a desk, bringing tools when needed), become

a physical constraint (e.g., a shape-changing ruler), provide

physical affordances (e.g., create a vertical fence to indicate

that a coffee cup is too hot to touch), and serve as a tangible

controller (e.g., for a pinball game).
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5.2.3 Three Aspects of Shape-changing Swarm Robots

We identi�ed three core aspects of shape-changing swarm

robots: 1) locomotion, 2) self-transformation, and 3) collective

behaviors of many individual elements.

Figure 5.3: Scope and def-
inition of shape-changing
swarm user interfaces. The
diagram classi�es and high-
lights the difference between
existing shape-changing
interface systems and shape-
changing swarm UIs.

• Locomotion: Locomotion is the key to make shape-changing

interfaces more ubiquitous, which gives an interface more

agency to be at hand on demand. For example, the device

can come to the user and provide in-situ help when needed,

then disappear when no longer needed. Locomotion also

expands the space where the user can interact. For example,

shape-changing interfaces that can move on a table, walls,

and bodies can free the interaction space from a �xed spe-

ci�c location, as mobile and wearable devices have done.

• Self-transformation: Self-transformation refers to shape

changes of a single element (e.g., form, texture, volume),

as opposed to shape changes through spatial distributions.

The shape of a physical object affords use and functionality.

Thus, the capability of self- transformation plays an impor-

tant role to provide rich physical affordances for tangible

interactions.
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• Collective Behaviors: A single shape-changing object is

limited in its ability to rep- resent general shapes. Collective

behaviors of many elements can overcome this limitation.

Many actuated elements can act together to create expressive

and general-purpose shape transformation that a single

actuated element cannot achieve. Shape displays leverage

this aspect to present arbitrary 2.5D shapes on a tabletop

surface.

Given these core aspects, we categorized current shape-changing

user interface research. Our focus on shape-changing swarm

user interfaces lies in the intersection of these three aspects.

For example, shape displays leverage both the self-transformation

of each actuator and the collective behaviors of many ele-

ments. In contrast, swarm user interface and actuated table-

top leverage locomotion and many collective elements. Trans-

formable robotic interfaces leverage self-transformation and

locomotion. Shape-changing swarm user interfaces exhibit

self-transformation and locomotion, and leverage the collective

behavior of many individual elements.

5.3 ShapeBots

To exemplify this concept, we developed ShapeBots, self-

transformable swarm robots with modular linear actuators

(Figure 5.1). ShapeBots have four key technical components:

1) a miniature reel-based linear actuator, 2) self-transformable

swarm robots, 3) a tracking mechanism, and 4) a control sys-

tem.

5.3.1 Mechanical Design

Miniature Reel-based Linear Actuators
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One technical challenge to realize self-transformable swarm

robots is the design of a miniature actuator that �ts into a

small robot and has a large deformation capability. Typical

linear actuators, such as a lead screw or a rack and pinion,

have only small displacement; they can extend between two to

four times in length. One of our main technical contributions is

the design of a miniature linear actuator that extends from 2.5

cm to 20 cm (Figure 5.1).

Figure 5.4: Mechanical de-
sign of the ShapeBot's linear
actuation unit.

Figure 5.4 illustrates the design of our linear actuator. It is

inspired by a retractable tape measure, which occupies a small

footprint, but extends and holds its shape while resisting loads

along certain axes. Our reel-based linear actuator employs

small DC motors (TTMotor TGPP 06D-700, torque: 900g/cm,

diameter: 6 mm, length: 22 mm). The linear actuator comprises

two reels of thin sheets (e.g. 0.1mm thick polyester sheet).
Figure 5.5: Schematics of
ShapeBot's electronic com-
ponents. The main ESP8266
microcontroller operates at
3.3V. Two dual motor drivers
drive DC motors for the
robot and linear actuators
respectively.

Two DC motors (TTMotor TGPP 06D-700) rotate in opposite

directions to feed and retract the sheets. Each sheet is creased

at the center along its length, and is connected to a cover cap

that maintains the fold. This crease increases the structural

stability of the linear actuator, similar to how a tape measure

remains stable when extended. Thus the linear actuator can

push and drag lightweight objects without bending and extend

vertically without buckling.

The linear actuator extends and retracts with open-loop con-

trol; we estimate extension based on the duration of operat-
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